Multiplexing efficiency of MIMO antennas with user effects

Tian, Ruiyuan; Lau, Buon Kiong; Ying, Zhinong

Published in:
IEEE International Symposium on Antennas and Propagation, 2012

Citation for published version (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

• Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
• You may not further distribute the material or use it for any profit-making activity or commercial gain
• You may freely distribute the URL identifying the publication in the public portal

Take down policy
If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.

This material is presented to ensure timely dissemination of scholarly and technical work. Copyright and all rights therein are retained by authors or by other copyright holders. All persons copying this information are expected to adhere to the terms and constraints invoked by each author’s copyright. In most cases, these works may not be reposted without the explicit permission of the copyright holder.

©2012 IEEE. Personal use of this material is permitted. However, permission to reprint/republish this material for advertising or promotional purposes or for creating new collective works for resale or redistribution to servers or lists, or to reuse any copyrighted component of this work in other works must be obtained from the IEEE.
Multiplexing Efficiency of MIMO Antennas with User Effects

Ruiyuan Tian¹, Buon Kiong Lau¹ and Zhinong Ying²
¹Department of Electrical and Information Technology, Lund University, Sweden
²Sony Ericsson Mobile Communications AB, Lund, Sweden
Email: Buon_Kiong.Lau@eit.lth.se

Abstract—Recently, the multiplexing efficiency metric is proposed for characterizing the MIMO performance of terminal antennas. Here, we show that it can also provide useful insights into the impact of user on MIMO terminal performance. In particular, the impact of user hand and head on the efficiency and correlation of a MIMO antenna can be conveniently quantified using the multiplexing efficiency metric. For example, we find that the hand introduces a 4 dB loss in total efficiency relative to the free space case, for a penta-band two-element MIMO terminal antenna operating at 750 MHz. However, the multiplexing efficiency drops by only 2.4 dB, due to the de-correlation effect of the hand partly compensating the loss in total efficiency.

I. INTRODUCTION

Recently, a simple and intuitive metric “multiplexing efficiency” has been proposed to characterize the absolute efficiency of MIMO antennas [1]. The multiplexing efficiency metric \( \eta_{\text{mux}} \) defines the loss of power efficiency when using a multi-antenna prototype to achieve the same channel capacity as that of an ideal array in the same propagation channel. For the reference propagation channel with uniform 3D angular power spectrum (APS), a closed form expression of \( \eta_{\text{mux}} \) has been derived. For the two-antenna case,

\[
\eta_{\text{mux}} = \sqrt{\eta_1 \eta_2 (1 - |r|^2)},
\]

where \( \eta_i \) is the total efficiency of antenna \( i \), and \( |r| \) is the magnitude of the complex correlation between the two antennas. Because of the unique features of the expression, multiplexing efficiency is ideal for evaluating the effectiveness of MIMO terminal antennas. Moreover, the multiplexing efficiency metric is also found to yield results that are consistent to those from link-level performance evaluations of MIMO antennas [2].

However, it is known that the user can significantly influence the performance of multi-antenna terminals [3]. In this contribution, we illustrate that the multiplexing efficiency metric can be used to effectively quantify and hence address critical design parameters of MIMO antennas in typical user scenarios. In order to focus on the impact of user on multiplexing efficiency, we use the reference uniform 3D APS to describe the incident field of the antennas with the user, i.e., the expression in (1) can be used directly. On the other hand, if other statistical descriptions of the APS are considered, such as those given in [4], the mean effective gain (MEG) and the complex correlation of the antennas can be employed to generalize this metric for arbitrary propagation scenarios [5]. More details on the evaluation procedure using the multiplexing efficiency metric can be found in [1, 5].

II. IMPACT OF USER ON PERFORMANCE CHARACTERISTICS OF A MIMO TERMINAL

To highlight the effectiveness of multiplexing efficiency for evaluating MIMO antennas in the presence of a user, we study the performance of a penta-band two-element MIMO terminal antenna. The total efficiency of the antenna is measured at the five nominal frequencies in each of three scenarios. In addition to the no-user or “free space” (FS) reference scenario, we also evaluate typical user scenarios with a “hand” scenario and a “head & hand” (HH) scenario. In Fig. 1(a), the average total antenna efficiency (in dB) of the two-element MIMO antenna is shown, i.e., the term \( \sqrt{\eta_1 \eta_2} \) in (1). It is noted that this term quantifies not only the mean value of the antenna efficiencies, but also the efficiency imbalance, since the geometric mean (in linear scale) describes the “flatness” of the branch power. For the FS scenario, it is observed that the average efficiency decreases monotonically as the frequency increases. However, this is not the case in the presence of the user, since the user absorbs power and de-tunes the antennas to different extents at different frequencies. In comparison to the FS scenario, the hand introduces a 4 ~ 5 dB loss in efficiency for the three low-band cases, whereas the loss is less than 1 dB for the two remaining (high-band) cases. In the HH scenario, an additional loss of 3 dB is introduced due to the head for all the five bands.

The presence of the user is also known to have significant impact on the correlation between the two antenna elements. In Fig. 1(b), the magnitude of the complex correlation is calculated using the measured radiation patterns of the antennas in the different scenarios. It is noted that the correlation coefficient is about 0.7 for the three low-band cases in the FS scenario, whereas it is below 0.2 for the two high-band cases. However, when the hand or both the hand and head are introduced, the correlation in the three low-band cases is reduced to below 0.4 for the hand case and below 0.3 for the HH case. For the two high-band cases, the presence of the user reduces the correlation at 1900 MHz but slightly increases it at 2100 MHz, although in practice the overall

This work was financially supported by VINNOVA (Grant no. 2008-00970 and 2009-02969).
allows the impact of the user to be understood both in terms of the loss in antenna efficiency and the effect on correlation.

### III. CONCLUSIONS

In this work, we show that the impact of the user on the performance of MIMO terminals can be clearly explained using the multiplexing efficiency metric, based on the separate contributions from the antenna efficiency and the correlation. This insight allows antenna designers to effectively quantify and address key parameters in designing MIMO terminal antennas for typical usage scenarios.

### REFERENCES


