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Abstract 

In the past decade, driven by the demand for materials with high performance for 
next-generation semiconductor devices (e.g., for quantum computing), the 
exploration of III-V semiconductor materials and the design of improved devices 
based on these materials has extended to the nanometer scale, with several highlights 
in the studies of quantum wells, quantum dots, and nanowires (NWs) in recent years. 
On the path of seeking smaller scale devices, the lateral scale is usually limited by the 
spatial resolution of the lithographic processes. Now, the challenge lies in the 
combination of semiconductor nanoscale structure with the desired electronic 
properties. Scaling down material synthesis to crystalline structures of only few atoms 
in size and precisely positioned in device configuration has not been realized so far. 
Moreover, the compatibility for large-scale industrial device processing is also 
challenging. 

In this dissertation, I present the surface characterization and studies of the 
modification of nanostructures on III-V semiconductor surfaces, with the techniques 
of low temperature scanning tunneling microscopy/spectroscopy (LT-STM/S) and X-
ray photoelectron spectroscopy (XPS). Two main topics are Bi incorporation in GaAs 
(and InAs) surfaces and self-driven formation of nanostructures with atomic-scale 
precision. Different zinc blende and wurtzite crystal planes have been investigated, 
including the {1120}- type facet which for GaAs and InAs uniquely exists on the side 
walls of NWs and nanoplatelets. The utilization of the tailored facets of NWs as 
templates for Bi-induced nanostructure formation has been explored as well. 

 Bi-introduced low-dimensional nanostructures and exotic electronic states in III-V 
semiconductor systems have been investigated. The covalent bonds of Bi atoms in the 
self-formed Bi nanostructures on III-V substrates can vary depending on the substrate 
template and preparation condition, such as the Ga-Bi bonds in the 1D chain and 2D 
island nanostructures on Wz{1120}-type facets on GaAs NWs. The possibility of 
tuning the self-formed III-V:Bi nanostructures in a more controllable way has been 
explored in this thesis. A significant high coverage of Bi on III-V semiconductor 
surface has been achieved. The observed variable bandgap and Bi-induced surface 
states are promising for applications in surface bandgap engineering and quantum 
technology components. 
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Popular science  

What were you thinking when you were playing with toy bricks in your childhood? 
Can I build something giant and dedicated, or something that is equipped with a 
special function, like a highway road or a mini bed for a cat? Nowadays, children have 
smaller bricks to represent their imagination, such as LEGO. These plastic bricks are 
designed to be connected with another piece by knobs on the surface, however, the 
way of combinations is infinite. We can easily replace the component, such as a lamp 
on the London bridge, or a helmet of Skywalker in Star Wars. 

Well, people enjoy a lot when building up their world with small bricks and they 
can design it in their own way. But how about the real smallest “bricks” of matter in 
the real world - atoms?  

In 2013, IBM published the world’s smallest movie, called “A Boy and His 
Atom”1, made on the atomic scale using scanning tunneling microscopy (STM) 
technology. The “bricks” in this movie are carbon monoxide molecules, which have 
the diameter of around 0.3 nm (1 nm = 0.000 001 mm, 0.3 nm is about 1/100 000 
of the diameter of a human hair). The carbon monoxide molecules were manipulated 
by an STM probe and moved to the desired locations before an image was recorded. 
Would you wonder what the meaning of this movie is, except for entertaining 
purpose? Well, to me, the exciting message out of this video is that it shows how 
matter can be modified down to atomic scale, even possibly designed as people wish. 
How can we benefit from it? A souvenir with your name “written” by molecule “ink”? 
Sounds cool, but we can do much more than that.  

In the past few decades, we can clearly notice the change in the sizes of electronic 
products. Telephones and computers are getting significantly smaller but on the same 
time much more powerful. A smartphone nowadays has a much more powerful 
processor and is almost a thousand times faster than a personal computer in the mid-
’80s, where the development of microchips (or processors) - the basic building blocks 
of modern electronics - plays an important part.  

A microchip contains many transistors which are semiconductor devices used to 
amplify or switch electrical signals and power. Nowadays, the complexity within an 
integrated circuit that has millions or even billions of transistors is incredibly high. 
The Moore’s law, which describes that the number of transistors on microchips 
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doubles every two years, still roughly applies to the development of transistor 
techniques so far. Nowadays the microchips are manufactured by semiconductor 
industry in a top-down approach based on complex and very expensive lithography 
and etching steps. Recently in 2021, IBM announced the creation of the first 2 nm 
computer chip, which is similar to the size of human DNA. On the market, 
semiconductor industry offers chips of the so-called “5 nm node”,  where the highest 
precision of commercially available features is in the range of only several nanometers. 
Nevertheless, when approaching the size of atoms (several Å, 1 Å = 0.1 nm), there 
comes the fundamental physical limitation. On the other hand, scaling down material 
synthesis to semiconductor structures of only a few atoms in size is crucial for further 
electronic development, especially for new applications, such as quantum computing.  

III-V semiconductors, such as gallium arsenide (GaAs) and indium arsenide (InAs), 
have superior properties than Si in many aspects, such as outstanding charge carrier 
mobility and direct bandgap. For semiconductor structures at nano scale (below 
called nanostructures), the high surface-to-bulk ratio makes their surface very 
important in achieving high-performance devices, such as the surface quality and 
composition. 

A large part of this thesis focuses on the characterization and on studying the 
modification of the III-V semiconductor nanostructure surface with atomic-scale 
precision, and the mechanism of the self-formation process on the surface. The self-
formation implies that the surface nanostructures can be constructed automatically 
under certain conditions. Basically, we are trying to create suitable conditions and 
“guide” the atoms to the desired locations on the surface. The self-driven formation is 
a big advantage when being standardized into industry manufacturing processes. 
There are three important elements in my research: new element, templates, and 
chemical bonds. 

Adding a new element species is a very common approach when we want to 
improve the material’s properties, such as the carrier mobility, or alter the bandgap. 
III-V semiconductors have a large flexibility in combining different materials, such as 
bismuth (Bi). For high Bi content, III-V:Bi material is predicted to form topological 
insulators. Thus, many conditions of depositing Bi atoms onto the surfaces of binary 
III–V compounds have been tried in my research. 

The templates we use are III-V semiconductor crystalline plane surfaces. The 
atoms in bulk crystals are in a well-ordered fashion, so are the atoms on the exposed 
crystal surface. Depending on different crystalline structures and crystal plane 
orientation, several exposed surfaces can be obtained, such as Zinc blende (Zb) {110}- 
and {111}-type facets. Moreover, nanowire/nanoplatelet (crystalline rod or flat piece 
with diameter/thickness of around a few tens to hundreds of nanometers) 
heterostructures are utilized as templates as well. It is found out that the different 
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exposed crystal planes have big impact on the resulting nanostructures. For example, 
local 1D GaBi chains and 2D GaBi islands have been observed after Bi incorporation 
on the special wurzite (Wz) {1120} facet of GaAs NWs. These small GaBi structures 
exist, including only a few tens of atoms, even though GaBi is an unstable material in 
bulk form! The secret why GaBi can be formed in such an ordered way is discovered 
to be that Bi atoms have preferred first incorporation sites (terrace edges facing [0001] directions), followed by the fact that they are relatively mobile along the [0001] orientation. On another surface which was studied extensively in my work, 
GaAs (111)B, which has an arsenic (As)-terminated surface top layer, a large-scale 2D 
Bi honeycomb structure has been imaged, and a decrease of surface bandgap has been 
observed. 

To characterize the surface topography and electronic properties, low temperature 
scanning tunneling microscopy/spectroscopy (LT-STM/S) has been used to a large 
extent in this thesis. STM is a technique that can scan probe the crystalline surface 
down to sub-atomic resolution, while with STS, the local density of states (LDOS) is 
measured, and the width of the bandgap can therefore be obtained, for example.  

We often use the term “chemical reaction” when describing invisible and special 
connections happening between two objects. Very true! Here, chemical bonds would 
be formed between two atoms if strong chemical reactions happen between them. 
Strong chemical bonds, such as covalent bonds, are very crucial for the stability of the 
material, and they largely influence the chemical properties. Chemical bonds can be 
characterized by a surface-sensitive technique called X-ray photoelectron spectroscopy 
(XPS), which captures the emitted photoelectron from the core level electrons of 
atoms illuminated by X-rays. For example, As-Bi bonds have been discovered in the 
2D honeycomb structure on GaAs(111)B, revealing that Bi atoms are directly bonded 
to As atoms below. 

To conclude, the self-formation process of Bi atoms on III-V surfaces is a result of 
the interplay between the atomic morphology and the surface energy. In this thesis, I 
aim to present the atomic world and to show you what is happening when the III-V 
semiconductor nanostructures are being modified down to atomic level, and how 
eventually these fancy nanostructures are built up with the atom bricks.  
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1 Introduction 

Semiconductor materials, that lay the foundation for electronic devices in modern 
society, play a vital role for the modern digitalized world. Many different 
semiconductor materials have seen major development in the past few decades, to 
allow more functionalities. Compared to the conventional semiconductor material Si, 
III–V semiconductors (e.g., InAs and GaAs) show superior electronic properties, such 
as direct, tunable bandgaps and a higher charge carrier mobility. III–V materials are 
therefore optimal for high-performance electronics2-7, photonics8-11, and energy 
harvesting 11-13. 

Conventionally, highly integrated and sophisticated chips are produced via a top-
down approach based on complex and very expensive lithography and etching 
procedures. Current cutting-edge techniques offer a precision for semiconductor 
chips down to a few nanometer. Nevertheless, while the precision is approaching the 
size of single atoms (several Å, 1 Å = 0.1 nm), the room for improving the precision 
by complex processing steps is rather limited due to the spatial resolution of the 
lithographic processes. 

Since semiconductor nanostructures are crucial for applications such as quantum 
computing which demands atomic scale precision14, new breakthroughs are urgently 
needed. Generally, approaches either rely on scaling down material synthesis to 
crystalline structures of only a few atoms in size, or synthesizing new materials in a 
bottom-up approach with novel electronic properties, or both. In summary, the 
primary solution lies in modifying and designing semiconductor nanostructures at 
atomic scale.  

For nanostructures, the surfaces play a significant role in defining their function 
due to the large surface-to-bulk ratio, and electronic surface effects and the enhanced 
interaction with the environment can determine the (opto)electronic behavior of the 
complete nanostructure devices. This is certainly true for nanowires (NW, crystalline 
rods with a diameter between typically 20 and 200 nm and a length of up to a few 
μm) which due to its geometry offer new avenues for surface-related growth 
phenomena compared to a flat 2D substrate. What is more, via so-called crystal phase 
engineering15, NWs grown using a metal seed particle via Metal Organic Vapor Phase 
Epitaxy (MOVPE) can have tailored crystal structures with atomically sharp 
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transitions between cubic zincblende (Zb) and hexagonal wurtzite (Wz) segments, 
and tuneable length. Unique side wall facets are also observed, for example, the 
Wz{11 2 0} facet, which exists as a stable phase for GaAs and InAs only in 
nanostructures16. Hence, the surface of NWs provides an ideal platform for 
controlling and designing the electronic landscape of semiconductor devices with 
novel functionality17,18. 

Previous STM studies have successfully resolved the atomic structure of various of 
these facets and the Wz/Zb interface on GaAs19,20 and other III–V NWs21-23. NWs 
have demonstrated significant promise for application in (opto)electronics and now 
quantum computing24-30. In general, heterostructures with significant bandgap 
variation are needed for creating the relevant NW functionality, and it is important to 
achieve high-quality interfaces for realizing devices30-33. However, formation of 
precisely controlled material heterostructures inside nanostructures and on top of 
their surfaces remains a significant challenge. 

Among the various possible material combinations of the III–V semiconductor 
family, alloys with a high bismuth content have gained attention, mainly due to the 
large spin-orbit coupling and band bowing of Bi-containing semiconductor alloys34-36. 
Particularly, the III-As:Bi material is promising for novel device applications within 
optoelectronics, quantum information technology, and bandgap engineering35,37, due 
to its increased exciton recombination times and expected non-trivial topological 
behavior 38. For high Bi content, band inversion with a sufficiently large bandgap for 
room temperature stability has been predicted 39,40.  

So far, III–As alloying with a high Bi content (>20% of the group-V atoms) could 
not be realized38,41, which is due to the high lattice mismatch between III-As and III-
Bi materials. Thus, another alternative is adopted – depositing Bi on as -grown III-As 
crystal planes and letting Bi incorporate into the III-As surface. For now, Bi 
deposition has been studied on several III-As surfaces, such as GaAs(110)42, (001), or 
{111}, and Bi-terminated surface reconstructions were observed. However, previous 
studies have not found any significant ordered incorporation in the atomic lattice43. 
With an unbroken substrate symmetry, III-As wafers with promising surface 
orientation have advantages on a desired large scale industrial manufacturing as well.  

My work has been dedicated to exploring new possibilities in modifying and 
characterizing nanostructures at the atomic scale on surfaces of GaAs and InAs in 
different orientation, including both planar substrate and NW side facets, while also 
keeping an interest on studying single InGaAs NW devices for more practical 
purpose. To this end, I have studied Bi incorporation mechanisms on GaAs and InAs 
surfaces with atomic-scale precision and the electronic properties of novel Bi-induced 
III-As nanostructures. One of the mechanisms can be concluded to be a self-
organized process including site-selected formation on the surface. Identifying the 
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chemical composition of the formed nanostructures (III-Bi, V-Bi, or metallic Bi-Bi) is 
another major topic in my research. 

Scanning tunneling microscopy/spectroscopy (STM/S) and x-ray photoelectron 
spectroscopy (XPS) are the main two techniques utilized in my research, because of 
their highly surface sensitive properties. Consequently, in coherence with the surface 
sensitive theme, all techniques were operated in UHV atmosphere. The tomography 
and surface electronic properties are characterised with STM/S at the atomic scale, 
and the elements and chemical compounds of III-As:Bi nanostructures were studied 
with XPS. 

 
This dissertation is built up as follows. 

Chapter 2 gives a general introduction to III-V semiconductors and nanowires, 
with a focus on their surface planes from the perspective of surface science. The 
growth, crystal structure engineering, and exposed side wall facets of NWs are 
introduced. 

Chapter 3 provides the background needed to understand scanning tunneling 
microscopy and how to interpretate STM images of semiconductor surfaces, 
including a discussion of tip-induced band bending. Atomic scale images of NWs of 
III–V materials are presented.  

Chapter 4 gives an introduction to scanning tunneling spectroscopy (STS), which 
was used together with STM in several papers included in this dissertation. Different 
modes of operation as well as data treatment and interpretation are discussed.  

Chapter 5 introduces the surface sensitive technique X-ray photoelectron 
spectroscopy (XPS), which is a complementary technique to STM/S, as it provides 
information about the chemical composition of a surface. Some XPS examples from 
III-V:Bi surfaces are presented.  

Chapter 6 summarizes Bi-incorporation in III-As surfaces, with a highlight on both 
structural and electronic alternations.  

Finally, in Chapter 7, I conclude my work and describe some possible routes for 
future studies.  

The second part of the dissertation is constituted by papers I to IV.  
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2 III-V Semiconductor Nanowires  

III-V semiconductors lay the foundation of my research in this thesis, while I mostly 
focus on the atomic and electronic structure of surfaces.   
In this chapter the fundamental crystal and surface structures of III-V semiconductors 
will be presented, later the discussion goes all the way from bulk scale to nanoscale, 
including unique structures and topographies that are only stable at the nanoscale, 
with the example of nanowires. The concepts such as tailored phase growth will be 
introduced as well. I will quickly mention the lateral nanowire device that is used in 
our study. In the end, semiconducting properties, such as the concept of the band 
gap, will be introduced, so that readers can understand better about STM imaging on 
semiconductors later in Chapter 3.  

2.1 Bulk crystal structures 

 
Figure 2.1 The 3D atomic model of zinc blende structure (a) and Wurtzite structure (b). The top 
models are from (001) and (0001) top view, respectively, and the bottom ones are from side view. 
The unit cells are indicated with the enclosed shape in black lines.   
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Among the big family of III-V semiconductors, for example InAs, GaAs, InP, etc., 
GaAs and InAs are the focus of my research study. The most common crystal 
structure for III-V materials in bulk is the cubic zinc blende (Zb) crystal structure, 
which is shown in Fig. 2.1a with the top and side view. The Zb structure can be 
considered as a basic face centred cubic (fcc) sublattice of one component, while the 
other component follows the same structure but with a shift of [1 4 1 4 1 4] base vector 
compared to the original unit. The Wurtzite (Wz) structure, as shown in Fig. 2.1b, 
on the other hand, can be seen as two interpenetrated hexagonal lattices. If viewing 
along the [111] direction (corresponding to the [0001] direction in the hexagonal 
lattice coordinates), Wz and Zb structures are morphologically similar and differ only 
in the stacking sequence and slightly in interatomic distances, which can refer to Fig. 
2.6 in section 2.3.1. All atomic 3D models in this thesis are drawn with VESTA 
software44. 

Most III-V materials can only be stable in Zb structure in bulk form, while only 
some, such as GaN, crystallize in the Wz structure, because of their more ionic 
character of the atomic bonds. For GaAs and InAs, the Wz structure can only be 
formed in nanoscale structures under certain growth conditions45,46, such as nanowires 
(NW). 

The Zb structure, which is the structure of commercially available GaAs and InAs 
wafers, has also been investigated to a large extent in my study. Here, a main focus is 
on the (111) surface. For example, in Paper II, a large scale 2D bismuth-induced 
honeycomb surface structure is realized on a GaAs(111)B surface. Here, (111) 
indicates the atomic plane orientation, more specifically, atomic planes are defined by 
their Miller indices (hkl). B indicates the surface is terminated with As atoms. Vice 
versa, when the surface is terminated with Ga atoms, the plane is called GaAs(111)A. 

 
Figure 2.2 Top view (a) and side view (b) of the atomic model of GaAs(111)B surface. (a) Only the 
topmost 2 Ga-As bilayers are shown, the half transparent layer is the 2nd topmost layer. Each bilayer 
contains a single layer of Ga and As atoms. (b) shows that the surface is terminated with As atoms.  
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This type of surfaces, where the surface is either As-rich or Ga-rich, are polar surfaces. 
The top and side view of GaAs(111)B atomic structure is shown in Fig. 2.2a and b, 
respectively. In the side view, we can clearly see that As atoms are at the outmost layer 
while Ga atoms are more towards the bulk. More importantly, the As atoms have 
dangling bonds (as long as the surface is not reconstructed), while all bonds of the Ga 
atoms are saturated. On the nonpolar cleavage plane (110) is the energetically stable 
plane. The other planes, such as GaAs(111)A/B, there exist dangling bonds on the 
surfaces and the surface is likely to undergo surface reconstructions. Thus, for a long 
time, GaAs(111)A/B surfaces could only be realized by growth with molecular-beam-
epitaxy (MBE) techniques47-49. Thanks to the improved wafer growth industrial 
techniques, high-quality GaAs(111)A/B wafers with atomic scale flatness can now be 
purchased. Nevertheless, these polar surfaces can easily undergo surface 
reconstructions to minimize the surface energy, such as 2×2 and √19×√19, thus, the 
surface treatment needs extra care. Surface reconstruction indicates the rearrangement 
of the surface atoms positions, in order to reach the lowest surface energy. More 
about reconstruction will be explained later in section 6.2. 

Among other crystal planes, the GaAs (100) plane, which is also a polar surface, is 
often used for in (opto)electronic components. However, I don’t discuss much about 
it since it is not the main part of my research. 

2.2 NW growth 

A nanomaterial is defined as having one or more dimensions in the nm range. Their 
extremely high surface to volume ratio makes nanomaterials different to their bulk 
forms in many ways, for example, their density of states and charge transport 
properties 50. NWs are rod-shaped crystalline nanostructures, which have a diameter 
between a few tens of nm to a few hundreds of nm, while the length can be up to a 
few μm.  

Among all nanostructured materials, III-V nanowires can have a high charge carrier 
mobility, a direct band gap and other outstanding electronic properties. 
Semiconducting NWs were firstly reported in 195751. From the beginning of the 21st 
century, the interests in NWs have exponentially increased since they offer great 
flexibility in heterostructure growth, combining different materials in each segment 
with a rather low number of strain-induced structural defects. What is more, III-V 
NWs have the potential to grow on Si surfaces and thus have a great advantage for 
being integrated into the present main electronics industry52-54, as well as being 
implemented in electronic devices55,56. Now it is found that the properties of 
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nanomaterial-based devices have a large dependence on the quality of the structure 
and surface of the materials, thus, a well-controlled NW growth is important. 

In my research, the NW growth is accomplished by the very closely collaborating 
MOVPE group at the Solid State Physics division, and the Nano Electronics group at 
the Department of Electrical and Information Technology. However, NW growth is 
an essential base in order to understand the following contents in this thesis, so I will 
give a quick introduction. NW growth is a broad topic, thus, here I only discuss the 
type of NWs that have been used in my research. 

There are two general approaches in realizing single crystal semiconductors in 
nanoscale. One approach is called top-down, i.e., from bulk to nanostructure, mostly 
by sophisticated lithography steps, while the other is bottom-up approach, which 
includes different crystal growth techniques or self-assembly methods.  

Among all the techniques, Metal-Organic Vapor Phase Epitaxy (MOVPE) is a 
highly precise epitaxial growth method which is often used to grow stacking-defect 
free crystal structure45,57. Nowadays, MOVPE has been widely adopted in industrial 
applications and manufactures. In my work, for example, a MOVPE approach using 
Au particles as catalysts contributed to the GaAs NW presented in Paper I, following 
the vapor-liquid-solid (VLS) growth mechanism58, and the InxGa1-xAs NWs in Paper 
IV were selectively grown on an InP:Fe(001) substrate by MOVPE.  

Since NWs can be very homogenous along their radial orientation, very often NWs 
can be considered as a 1D heterostructure material, which varies along the axial 
direction (the NW growth direction) with different stacking layers or gradients of 
material composition30.  

If a crystal segment of a NW is only of a small length and limited by the 
boundaries of the NW, we can call it a zero-dimensional (0D) nanostructure, the 
examples are a potential well or quantum well/dot. 2D nanostructures, on the other 
hand, refer to nanomaterials such as graphene and other thin films. An example is the 
Bi induced 2D honeycomb structure studied in Paper II.  

2.2.1 Tailored Wz/Zb NW 

As mentioned, to achieve the goal of nanomaterials with special electronic properties 
other than bulk, crystal structures of high quality with as few defects as possible need 
to be grown in a well-controlled way.  

Particle assisted growth 
The process of particle assisted MOVPE growth is shown in Fig. 2.3. The seed, which 
acts as a catalyst, is fundamental for VLS growth process58. Traditionally, seed 
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particles - usually gold (Au) - are used for III-V NW growth. The process can be 
summarized as follows: 

The seed particles are usually deposited using size-selecting aerosol techniques59. 
Since NWs are found to prefer growing in <111> type directions, the substrate is 
commonly a (111)B III-V wafer of the intended NW material. The temperature 
control is rather crucial, typically it is in the range of 400-600°C. The substrate 
prepared with seed-particles is transferred into a MOVPE growth reactor (Fig. 2.3a). 
A group-V precursor is introduced while the substrate is annealed (Fig. 2.3b). Later, 
the growth begins with that precursors flow into the growth reactor (Fig. 2.3c), such 
as organometallics (e.g., trimethylindium) and hydrides (e.g., arsine). Group-III 
material (such as Ga or In) provided by the precursors alloys with the Au particle 
until the particle gets supersaturated – this is when growth starts.  New crystalline 
layers predominately grow at the interface between the particle and the substrate 
(liquid-solid interface). 

Note that the NW grows while nucleation happens underneath the seed particles45 
and that is usually at the VLS interface. A layer-by-layer growth is initiated under the 
seed particle, so that the seed particle is pushed upwards by the most recently formed 
monolayer60. Recently this growth mechanism including independent monitoring of 
nucleation and growth as well as different crystal phase formation has been studied by 
in-situ transmission electron microscopy during GaAs NW growth60-62. The interface 
between the seed particle and the solid semiconductor substantially provides an 
energetically favoured site for the nucleation of the new solid surface. In the end, a 

 
Figure 2.3 The diagram shows the process of nanowire growth with Au particle assisted MOVPE 
method. a) Au seed is deposited on the substrate; b) Temperature is increased and the group V 
precursor is flowing in the reactor. c) Introduction of group III and V precursors and growth of the 
NW. d) NW phase transition by changing the growth parameters.           
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freestanding NW with the seed particle on the very top is grown with desired length 
chosen by growth time.  

Scanning electron microscopy (SEM) images of some GaAs NWs are shown in Fig. 
2.4. One can notice how the diameter of the nanowires is related to the particle 
dimensions. We usually use a homogenous size of seed particles so that one NW is 
not that different to another one in the same patch.  

During the growth of NWs, some factors are very critical in order to grow NWs with 
the desired crystal structures, such as the III-V precursor ratio57,63, temperature, 
precursor flux, and so on. Essentially, kinetics plays a central role and therefore the 
growth is eventually controlled by processes whose rate is limited by temperature. By 
fine tuning these factors, a well-tailored NW with desired phase can be achieved, such 
as the Wz and Zb segments marked in Fig. 2.4. More detailed growth can be referred 
to reference54,64,65. Most commonly, NWs have a mixed crystal structure of both Wz 
and Zb since a Wz nanostructure gets less stable with longer size or length and Zb 
segments can act as a buffer zone between Wz segments and help to decrease the 
defect density as well. Nowadays, full control over the phase can be achieved, 
including pure crystal phase or heterostructures with tailored segment length and 
atomically sharp interfaces. 

 
Figure 2.4 SEM images of GaAs NWs. (a) Overview of NWs. (b) Au particle is marked. Larger Au 
particle corresponds to larger diameter of NW. (c) Wz and Zb segments are marked. This can be 
judged by the shape of NW facets and the comparison of contrast between different segments. 
However, it is not always straightforward to see it. (a,b) are on the growth substrate, for (c) the NW 
has been broken and transferred. Images courtesy of Sebastian Lehmann.        
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2.2.2 Other tailored NW growth 

Quantum dot and quantum well 
If we even restrict the size of materials down to nanometer scale in a 1D 
nanostructure of NW, i.e., this material is confined in a very short segment in a NW 
of a few nm in length, that is normally called a 0D nanomaterial. Thus, the charge 
carriers can be confined or trapped in specific dimensions down to 0D. Some 
examples are a quantum dot (QD), if it is a single segment in a NW and has nano-
size in all dimensions, or a quantum well (QW) for the case that we need to consider 
the diameter of a NW for a nm-size sliced nanostructure. The more precise definition 
is linked to the de Broglie wavelength of the charge carrier: If the extension of the 
structure is shorter than the de Broglie wavelength in one dimension, the electrons 
(charge carriers) are confined in this dimension. For example in InAs, the de Broglie 
wavelength is about 40 nm66. The confined charge carriers feature can be interesting 
for quantum devices, in which a Wz quantum well can be for instance inserted 
between two Zb segments64. 

NW Radial overgrowth 
Except for the ideal axial growth, i.e., the layer-by-layer growth directly under the 
seed-particle, a radial growth is often observed on NWs as well. The radial growth 
happens on all the sidewall facets of NWs during VLS growth, with different growth 
rate for different types of facets. Thus, the base of the NW is very often thicker than 
the top part around the seed particle because the base part has more radial growth (see 
examples in Fig. 2.4). Usually some radial growth (vapour-solid type) is inevitable 
whenever axially nanowire growth happens. The radial growth is generally less 
controlled, and it can lead to poor device performance67. However, uncontrolled 
radial growth can be suppressed by using in-situ etchants68.  

Nowadays, different methods have been developed for a more controlled radial 
growth, such as core-shell growth17,18 even with different material or doping level. 
Homoepitaxial radial overgrowth can introduce more and different facet types on the 
sidewalls of NW, resulting in a mixture of facets coming from original axial growth 
and post radial growth. Thus, heteroepitaxial shell growth can be tuned in order to 
design radial heterostructures. The extra dimension introduces more possibilities on 
NW or nanomaterial growth, but nevertheless, controlled core-shell growth is more 
challenging to achieve.     

Lateral NW growth 
This method is actually not a specific growth method, but a result from a collection 
of some slightly different growth approaches, which may have different names but 
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with similar mechanism. For example, template-assisted selective epitaxy (TASE)69,70, 
selective area growth (SAG)71-73 or selected area epitaxy (SAE). This type of growth 
method has a feature of particle/seed-free growth, instead, with the aid of apposition 
of an inert mask.  

These methods are especially promising for applications such as metal–oxide–
semiconductor field-effect transistors (MOSFET) for radio frequency applications 
71,74,75 and for quantum transport in lateral NWs for Majorana-based 
semiconductor/superconductor qubits24-28. In my work, the lateral NWs in Paper IV 
were grown with this type of method. For more details about this growth one can 
refer to references mentioned above. 

2.2.3 Nanoplatelets 

Nanoplatelets are similar to NWs regarding their crystalline structure, but with 
different heterostructures and sizes. Generally, nanoplatelets have wider facets but 
with smaller thickness, unlike the cylinder-like shape of NWs. An SEM image of 
some nanoplatelets is shown in Fig. 2.5, the width of their terraces can be up to 500 
nm, with lengths of 1-2 μm. The InAs nanoplatelets with Wz {1120}  crystal 
structures in our experiments were provide by our collaborators from Beijing 
University in form of 20 nm thick Nanoflakes76.   

 
Figure 2.5 SEM images of InAs nanoplatelets. Image courtesy of Sandra Benter.     
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2.3 III-V Nanowire surfaces  

Now we know how the appearance of a crystal facet is basically decided by the crystal 
structure and its crystal plane orientation. Technically, the surface layer is made up of 
atoms with a broken crystal symmetry, exposed to the external environment. From 
this point of view, NW surfaces have nothing different to bulk crystal surfaces. 
However, some specific crystal structure can only exist in nanowires (for example, Wz 
structure of GaAs) instead of bulk materials. Thus, the nanoscale materials adds a new 
dimension to the range of possible surfaces. 

2.3.1 Nanowire surface morphology 

Despite the fact that a III-V NW can consist of different crystal phases, all crystal 
segments are stacking on each other with the same growth direction: [111] for Zb 
and [0001] for Wz, and the transition can be controlled to single atomic layer 
precision by e.g. the MOVPE method15,63,77 introduced in section 2.2.1. The side-wall 
facets will be different for the Zb and Wz structure, and they typically consist of low-
index planes78. Usually, Zb segments are terminated with {110}-, {111}A/B- and 
{112}-type facets, while {1120}- and {1010}- type facets are found for Wz. Among 
them, {110}-, {1120}- and {1010}- type facets are non-polar surfaces which have 
equal amount of both group III and V atoms.  

In the Zb segment, {110}- and {112}-type facets are parallel to, or in plane with the 
[111] NW growth direction and there is a 30° angle between these two types of 
planes. {111}A/B-type facets in Zb  have a 19.5° angle to the NW growth direction, 
forming a zig-zag-like pattern of twin planes with opposite angle. In the Wz segment, 
both {1120}- and  {1010}-type facets are parallel to the growth direction [0001], 
they have a 30° angle between them.  

The 3D atomic models of Wz and Zb structures are shown in Fig. 2.6, here I will 
focus on the planes that I studied most on NW facets,{110}-, {1120}- and  {1010}-
type planes. From the top view Fig. 2.6a and b, we see that there is an angle of 60° 
between adjacent {110}-type facets in a Zb segment; and for a Wz segment, {1120}- 
and  {1010}-type planes are usually neighbors, with a 30° between them. Fig. 2.6c, g 
and h present these 3 model facets in a 2D form, and the differences of the atom 
arrangements between them are clearly shown. Considering bilayers of atomic planes 
which contain pairs of group III and group V planes, the structure can be explained  

better as in the stacking sequence of ABCABC… for Zb whereas it is ABAB… for 
Wz. Thus, the different stacking sequence results in atomic chains with about 35.4° 
angle to the [111] growth direction in the Zb{110}-type facet. In the Wz {1120}-
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type facet, in contrast, the zig-zag atomic chain, some people also call it armchair 
chain, is along growth direction [0001]. In  {1010}-type facets, the zig-zag atom 
structure still exists, but we can only see half of the atoms on the topmost surface, 
thus the observed compact atomic chains are perpendicular to growth direction 
[0001]. To have a more comprehensive understanding, readers can refer to the 
figures in reference 21. 

Terrace edges  
In reality, the crystalline surface is full of atomic steps, as well as terraces in nanometer 
to micrometer size. I shortly mention the special terrace edges on Wz facets because 
they play an important role in triggering Bi incorporation, as shown in Paper I. For 
the {1120}-type facet, terraces favor sharp edges elongated along or perpendicular to 
the growth direction [0001], thus, forming many right-angle corners on the terrace. 
The steps perpendicular to the growth direction are special, they are one of the 
positions where nucleation of new layers often starts79. These steps are also the first 

 
 

Figure 2.6 The model of (a-c) zinc blende structure and (d-h) wurtzite structure of a GaAs nanowire. 
(a) and (d) shows the cross section viewing along growth direction. (b), (e), and (f) show the side 
view while (c), (g) and (h) show the top-most 2 bilayers of GaAs {110}, {1120} and {1010} plane, 
respectively. (b), (e), and (f) only present the top-most 3 atomic bilayers of GaAs for a better 
visualization.       
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incorporation sites for Bi on GaAs NW facets (see Paper I), indicating they are 
favorite positions for settling absorbent atoms and even triggering a chemical reaction. 

The terrace size can be determined by the growth parameters and the diameter of 
the NW, varying from a few nm to a few tens of nm, or even up to one hundred nm. 
In reality, nanowires often deviate from this perfect structure towards a more round 
cross section. The rounder the cross section of a NW is, the smaller the size of terraces 
on the sidewalls are. Thus, to have a more comprehensive characterization on the 
surface of a NW, it can help to move along a NW to look for a flat terrace with target 
size. An example of the comparison between different terrace sizes in the same GaAs 
NW is shown in Fig. 2.7. 

Wz/Zb interface 

As discussed, we know that {1120}/{110}-type facets only differ in the stacking 
orders of Ga/As bilayers. Under a well-controlled growth, the interface between them 

 
Figure 2.7 The comparison of different terrace size of {1120}- type facets and their terrace edges on 
the same NW surface. (a) Overview STM image. The terrace edges are mostly elongated along 
[0001] direction and some are perpendicular to it. Comparison between relatively big (b) and small 
(c) terraces of {1120}- type facets on the same NW, imaged at different position along the 
nanowire. The brighter atoms (dots) in all STM images are from the incorporated/deposited Bi 
atoms. VT = -4.5V.        
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can be atomically sharp and smooth. An overview and a zoom-in STM image of a {1120} and a {110}-type facet with an atomically sharp Wz/Zb interface are shown 
in Fig. 2.8a and b, respectively. Terraces with monolayer high surface steps were 
found on all facets, showing unreconstructed morphology which has the same 
patterns as expected from oxide-free pure GaAs NWs19,20. Some of the stacking orders 
abab…. and abcabc…. are indicated on the right of Fig. 2.8b. For detailed 
information about the growth of sharp crystal structure interfaces in III–V NW 
systems, see reference57. 

2.4 Bandgap of Semiconductors  

So far, we have mostly focused on the crystal structure and its different exposed facets, 
i.e., the surface topography. However, the most important feature of semiconductors, 
which distinguish them from other materials such as metals and insulators, is the 
existence of a small bandgap. It is important to introduce this concept, in order to 
understand the STS studies in Chapter 4, as well as why we need to use higher bias in 
STM when scanning on semiconductor surfaces. 

Compared to insulators and metals, semiconductors have a not too big, finite 
bandgap, bandgap refers to the energy gap between conduction band (CB) and 
valence band (VB). Note that the bandgap varies with temperature, and more often, 
the doping level of semiconductors determines their conductivity. The diagram of 

 
Figure 2.8 Atomic-scale STM images of the interface of Wz {1120}- and Zb {110}-type facet. (a) 
An overview STM image. The bright terrace is one monolayer higher than the darker terrace. 
Contrast scale bar is on the right. (b) A zoom-in STM image of the Wz/Zb interface. The yellow 
dashed line corresponds to some “a” in the stacking orders marked in the right. All STM images are 
filled state images, showing the group-V atoms. Figures adapted and modified from Paper I.      
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different band structures between a metal, a semiconductor and an insulator are 
shown in Fig. 2.9. Conductivity, which is a very important electronic property, is 
quantified by the density of free charge carriers, it can be either electrons or holes. 

 In semiconductors, the carriers are not as free as in metals. Electrons are localized 
in filled states within the VB. However, if the bandgap is small enough, some 
electrons can be excited into the CB with some outer energy input, such as light, 
electric fields, or simply being heated up, and of course, only temporarily. One 
common way to modify the amount of free charge carriers and thus the conductivity 
of the material is to introduce impurities in a controllable way. This process is called 
doping, which is a versatile and useful tool in electronics engineering.  

III-V semiconductors have a great potential in providing materials of different 
band gaps, with a high carrier mobility and different charge carrier densities due to 
different doping80. Judging from the type of excessive carriers, there are two major 
categories of doping, n-type (negative-type) and p-type (positive-type). The former 
has excessive electrons and the latter excessive holes. Group II atoms (e.g. Zn) are 
often used for p-doping and group VI atoms (e.g. Sn) are often used for n-doping of 
III-V semiconductors, sometimes group IV atoms (e.g. Si) are also used. I mostly use 
the heavily n-doped (Si) GaAs in my research. All the doping elements, Zn, Sn and Si 
are called dopants. Depending on the amount of doping, the doped materials are 
classified as lightly doped to heavily doped, with the quantification factor carrier 
density.  

It is interesting to think how doping can influence the Fermi level. For a metal, the 
Fermi level is defined as the highest energy to which available states are filled with 

 
Figure 2.9 Schematic illustration of the band structure of (a) a metal, (b) a semiconductor and (c) an 
insulator. The Fermi level is denoted as EF and the band gap is indicated by red arrows. The position 
of the conduction band (CB) and the valence band (VB) are also indicated in each case.     
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electrons at 0 K, and only empty states exist above the Fermi level. For an undoped 
semiconductor at 0 K, the Fermi level is found close to the middle of the band gap. 
When n-doped, the Fermi level will move towards the CB; Vice versa, for a p-doped 
semiconductor, the Fermi level will move towards the VB. The Fermi level shifting is 
the result from the equilibrium of lowest effective mass of electrons (or holes), thus, 
the Fermi level is not always in the middle of the semiconductor band gap.  
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3 Scanning Tunneling Microscopy 

In this chapter, one of the most important characterization techniques in my research, 
STM, will be introduced. I will start with the theory behind the tunneling current, 
and then continue to the basic setup for a functional STM (section 3.1), the STM tip 
preparations will be quickly discussed as well. Later, section 3.2 will focus on low 
temperature scanning tunneling microscopy (LT-STM), with the example of the 
instrument I operated often, which is a world-leading LT-STM with closed-loop He 
compressed gas cooling system. After that, I will show you how STM characterization 
on semiconductors differ from that on metal surface (section 3.3), some examples of 
STM images from my research will be presented. In the end, some brief introduction 
of how to locate NWs/devices on a substrate with a STM probe in a more efficient 
way will be shown in section 3.4.      

3.1 Introduction 

We can start with considering how to characterize a surface with very high spatial 
resolution. The most straightforward answer would be that we need a characterization 
interaction which is very sensitive to the topographical changes of a surface in vertical 
directions. An ideal method would be utilizing tunneling current, which decays 
exponentially with the distance between the surface and a metallic probe. If we move 
this probe across the whole surface, then we will have the topography information of 
the whole surface and form a 2D image. That is the idea behind all scanning probe 
microscopy (SPM) techniques. Now, let us go back to history where the whole new 
story began.   

In 1981, Binnig and Rohrer invented the STM81, marking the beginning of a new 
aera for surface science. Since then, imaging surfaces in atomic scale has become 
possible. Soon in 1986, Binnig and Rohrer were awarded the Nobel Prize in physics 
for their development of the technique. Quantum mechanical tunneling is the 
foundation of STM measurements. 
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3.1.1 Basic theory of STM 

In classical physics a particle is not allowed to cross a barrier which is higher than its 
own energy. In quantum mechanics, particles have both particle-like and wave-like 
properties, which implies that the particle can, with some probability, tunnel through 
the barrier. When an STM tip is brought close enough to a sample surface, which is 
usually a few nm, the only barrier between them is a thin vacuum gap, which can also 
be considered as an energy barrier. The thinner the energy barrier is, the higher the 
chance is for the tunneling. The solution of a time-independent Schrödinger equation 
describes a plane oscillatory wave which experiences exponential decay in the barrier 
as: 

𝜓 𝑥 = 𝜓(0) ∙ 𝑒ℏ⋅ (Ф ) (3.1) 

where 𝑥 is the position within the barrier, 𝑚 is the electron mass, Ф the height of the 
potential barrier, and 𝐸 the energy of the electron wave function. For a finite barrier 
of width 𝑑, the probability of tunneling intensity is defined as: 

𝑇 = | ( )|| ( )| = 𝑒 ℏ ⋅ (Ф ) ≈ 𝑒 ℏ ⋅√ Ф (3.2) 

the approximation made in the end of the equation is based on the assumption that 𝑉  is much larger than 𝐸 . Indeed, the tunneling probability is exponentially 
dependent on 𝑑, that is the reason for the extraordinary resolution of the STM.  

Fermi’s golden rule describes the transition rate from one energy eigenstate 𝜀 of a 
quantum system to another as a result of a weak perturbation82. This applies also to 
the tip-sample interaction system in STM, where the electron transition probability 
from the sample to the tip is:  𝑅 → = ℏ |𝑀| 𝛿 𝜀 − 𝜀  (3.3) 

where 𝑀 is the tunneling matrix, ℏ is the reduced Planck's constant, and 𝛿 function 
means only elastic tunneling is considered. The net tunneling current is obtained by 
considering all possible energy eigenstates, that is83,84: 𝐼 =  ℏ 𝜌 (𝜀 + 𝑒𝑉)∝ ∝ 𝑓 (𝜀 + 𝑒𝑉)|𝑀| 𝜌 (𝜀)[1 − 𝑓 (𝜀)]𝑑𝜀 (3.4) 

in the formula, 𝜌  and 𝜌  are the density of states of the STM tip and the sample, 
respectively, and 𝑓 is the Fermi distribution, defined as:  
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𝑓(𝜀) = ( )/  (3.5) 

Density of state (DOS) is also an important concept, which means the number of 
states at a particular energy level, i.e., the distribution of states over energy. According 
to the Bardeen formalism84, the tunneling matrix M can be expressed as: 

𝑀 = ℏ 𝜓∗𝜵𝜓 − 𝜓 𝜵𝜓∗  𝑑𝑺 (3.6) 

where 𝜓  and 𝜓  are the wave functions of the tip and the sample, respectively, and 
the integral is calculated over the surface 𝑆 /  of separation between the 
sample and the tip. 

To even simplify this formula more, we use Tersoff and Hamann’s 
approximations83, which includes that the STM tip has an s-type wavefunction with a 
constant density of states (DOS), thus, 𝜌  becomes constant. Also, in 𝑀, it can be 
expanded in Bloch surface waves. The approximation also considers the tip with a 
circular apex. 

Together with the assumption that at low temperature the Fermi distribution 
becomes a step function, i.e. 𝑓 is 1 for all status at energy below fermi level 𝐸 , and is 
0 when energy is higher than 𝐸 . Then we have:  𝐼 =  ℏ 𝜌   |𝑀| 𝜌 (𝜀 + 𝑒𝑉)𝑑𝜀 (3.7) 

Now the tunneling current is already much simpler!  
In the case of scanning on metals, small tunneling voltages are sufficient and the 

integral over the energy 𝑒𝑉 can be approximated by a linear voltage dependence 𝑉: It 
can be shown that then the current is approximately proportional to the applied 
voltage and the local density of states (LDOS) of the sample at the Fermi energy 𝐸 : 

𝐼 ∝ 𝑉 ∙ 𝜌 (𝐸 ) ∙ 𝜌 (𝐸 ) ∙ 𝑒 ℏ ⋅√ Ф (3.8) 

By simple calculations we know when 𝑑 decreases by 1 Å, 𝐼  will increase by a factor 
of 10. At a fixed location 𝑧 of the STM tip on the surface, the tip-sample distance 𝑑 is 
fixed. Assuming the tip is well conductive and has a constant 𝜌 , then this equation 
can be understood such as the tunneling current is proportional to the product of bias 𝑉 and the 𝐿𝐷𝑂𝑆 of the sample evaluated at the position where the tip is:  𝐼 ∝ 𝑉 ∙ 𝜌 (𝐸 , 𝑧) (3.9) 
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When scanning on semiconductors, the approximation of a small voltage is no longer 
valid, and instead we have: 𝐼 ∝ 𝜌 𝜌 , (𝑧,𝐸 + 𝜀) 𝑑𝜀 (3.10) 

That means, the tunneling current is proportional to the LDOS of the sample 
integrated over the energy interval defined by the tunneling voltage. Tersoff and 
Hamann’s approximation has clearly shown the direct correlation between the STM 
tunneling current and energy integrated LDOS.  

It is worth pointing out that the actual shape and electronic state of the tip is not 
included in the Tersoff-Haman approximation, which instead requires that the tip is 
constant and isotropic85. Thus, the main contribution to the tunneling current arises 
from an s-type orbital. The contrast observed in the STM images can highly depend 
on the state of the tip and it is very critical to use a well-conditioned sharp conducting 
tip, to avoid extra complexity in interpretating STM images. More details about tip 
preparations and tip-induced effects can be seen in section 3.1.3.  

Also, other assumptions of the Tersoff-Haman approximation are not always easy 
to satisfy (that is why it is called an approximation!), for example, tip and sample are 
at low temperature. We can at least work on the low temperature, more about LT-
STM will be explained in section 3.3. 

3.1.2 STM Setup  

The ultimate goal of the whole STM setup is to bring the sharp tip to a very small 
distance to sample surface (in nm scale) in a controlled way and scan the tip over the 
surface with a high precision in position. There are three group of instruments to 
realize it, the coarse motors, piezo motors, and feedback system. Unlike to the 
schematic diagram shown in Fig. 3.186, most STMs have the sample facing 
downwards, while the tip is pointing upwards. 

Piezoelectric material is widely used in moving material precisely. Coarse piezo 
motors are used to roughly position the tip on the desired position on the sample. 
This is accomplished by adjusting the sample-tip relative positions in x, y, z directions 
with piezo motors. In some models, coarse motors are integrated with the tip-piezo 
tube part. However, some exceptions can be found, for example, the closed loop He 
cooling LT-STM has x and y coarse motors connected to the sample stage, and the z 
coarse motor to the tip. More details will be presented in section 3.3. A typical 
distance of a coarse step in z direction is 1-2 μm, and for x and y, it can be a few 
hundreds of nm.  
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After manually approaching the tip, the auto approach procedure is done by the 
feedback loop and its software. The auto approaching will stop when it reaches the 
desired value of tunneling current under the applied bias between the tip and sample, 
which is usually in the range between a few nA and about 100 pA. At this stage, the 
tip is very close to the sample surface, usually less than 1 nm. During scanning, a 
piezo tube scanner (see Fig. 3.1a) is used to control the tip position in x, y and z 
direction with sub-Ångström precision, thus, resulting in a very high spatial 
resolution in STM images, under the condition of a very sharp tip.  

More specifically, the feedback detects the measured tunneling current and 
compares it to a pre-set value. By moving the z-piezo as a response, the real time 
tunneling current can be kept as nearly constant. In this way, the movement of the tip 
piezo in z direction is picturing us the topographical information of the surface. This 
mode is called constant-current mode. The other scanning mode is called constant-
height mode which is not so commonly used. The feedback loop is kept inactive and 
z is constant during scanning, while the tunneling current variation is being 
measured. This mode has disadvantages such as a higher risk of crashing the tip into 
the sample surface.    

 
Figure 3.1 a) STM setup: the tip is scanned on the sample surface in the x and y directions with the 
corresponding piezo motors and the tunneling current is recorded. The STM can work in constant 
height or in constant current mode, in the latter case a feedback loop is present to reposition the tip 
with the piezo motor (z). b) An STM metallic tip can probe filled (V0<0) or empty states (V0>0) of a 
semiconductor sample. The filled states are indicated as dashed area. On the top no net tunneling 
current is present since the system is at equilibrium. (Adapted from reference [86])           
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The tip-sample distance and its dynamics during scanning are mainly controlled by 
tunneling bias and current as well as the loop gain. The latter is basically a value 
deciding how fast the feedback loop should respond on the height changes of the tip. 
Functionally, the loops consist of derivative, proportional, and integral gain in the 
calculations in the feedback loop. A higher loop gain means quicker reactions but may 
induce unwanted signal oscillations, while a too low gain can result in lower 
topographical precision and in worse case the tip may crash into high obstacles 
because of too slow reaction. Thus, a high loop gain is very useful when scanning a 
rough (still in nm scale) surface, and lower gain should be used in the case of super 
flat (a few nm or Å scale) surface and when pursing atomic scale. During STM 
measurement, the distance between the tip and the sample can be adjusted by the bias 
and tunneling current. According to Eqn. 3.8, we know that if we want to keep the 
tip far away from the sample, low tunneling current and high bias should be chosen, 
and vice versa. 

Ultrahigh vacuum 
STM is usually conducted in an ultrahigh vacuum (UHV) environment, which 
means a vacuum of 10-7–10-12 mbar. It takes some effort to reach and maintain the 
UHV environment for STM measurements. Sometimes people might wonder, is it 
really necessary to have UHV?  

There are a few reasons for that. The main reason is to avoid surface modification, 
for example oxidation of the surface or contamination by a water film that would 
happen rather fast if under ambient conditions. Surface molecular condensation is 
even more obvious for LT-STM, since the whole cooled down part, including the 
sample, is acting like a cryopump which condenses rest gas molecules to the pump 
surface, thus keeping good vacuum. We can understand this with some simple 
calculations. Even at the pressure of 1×10-6 mbar, according to the kinetic theory of 
gases 𝑁𝑘 𝑇 = 𝑝𝑉, where 𝑝 is the pressure, 𝑉 the volume, 𝑇 the temperature, 𝑘  the 
Boltzmann constant, and 𝑁 the number of molecules, each molecule on the sample 
surface is on average hit by a residual gas molecule once per second. For atomic 
resolution, UHV with less than 10-6 mbar is necessary, mostly because it is needed to 
keep the surface clean and stable.  

3.1.3 STM tip 

The quality of STM images depends heavily on the tip quality. A conductive and 
well-shaped tip is the first step for successful STM measurements. To image surfaces 
with a high aspect ratio, such as high density of terrace steps or nanowires, a sharp tip 
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becomes very important. Here I introduce STM tip preparations as well as give some 
examples from tip effects.   

Tip preparation  
I mostly use tungsten (W) wire to make an STM tip, with the most common method 
of electrochemical etching (Fig. 3.2). W is a stable, cheap, and easy-to-handle 
material.  

Fig. 3.2a schematically shows the commercially available setup (Omicron) for DC 
electrochemical tip etching. I mostly use a 0.3 mm diameter polycrystalline W wire, 
which acts as the anode. The ring of stainless-steel acts as the cathode in the solution 
of sodium hydroxide (NaOH, 2 mol/liter). A voltage around 4-9 V is applied and W 
atoms are oxidized with OH- and become WO4

2- which gets resolved into the 
solution, while H2 produced at the cathode is released into the air. 

The W wire, which is etched at the electrolyte/air interface, gets thinner and 
thinner, as indicated by the yellow ring in Fig. 3.2a. Finally, the bottom part will be 
cut off and drop. Immediately after etching, the tip should be rinsed with distilled 
water and ethanol to reduce the amount of etchant residue. Some interesting photos 
of STM tips are shown in Fig. 3.2b and c. The tip in Fig. 3.2b is a result of unsmooth 
tip etching process, but still with sharp tip apex. The bent tip shown in Fig. 3.2c 
presents the shape that a tip should not have. 

  
Figure 3.2 a) Schematic diagram showing the chemical etching process of the tip. b) An interesting 
etched tip with several etching steps, but in the end the apex of the tip is sharp and in a nice shape. 
c) A bent tip taken out from the STM chamber. When I saw it I understood why I couldn’t get nice 
STM images for days.      
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The freshly etched tip still has a thin layer of oxide, residues, and surface 
contaminations on the tip surface. There are several ways to remove them after 
inserting the tip into vacuum. One way is to sputter the tip with argon (Ar+) for 20 
minutes at a pressure of 2 × 10-5 mbar, usually I use the acceleration voltage for the 
argon gun 3 kV and the emission current is set to 20 mA. Electron bombardment 
works in a similar way, just Ar+ is replaced with accelerated electrons. The other way 
is called direct current annealing. The setup encloses the tip into an electric circuit, so 
that the tip is heated up when there is high current passing through it. When the 
temperature reaches around 1075K87,88, WO2 will sublimate, thus a clean metallic 
tungsten surface is left behind87,89,90. Normally I use the glowing color of the tip to 
estimate the temperature, when the color is changing from red to orange it is roughly 
1100K. WO2 sublimation is quick, staying at 1100K for a few seconds would be 
enough. For a 0.3 mm diameter W tip, the heating current would be no more than 
18 A. Keep an eye on the pressure, it may increase dramatically with such a high 
temperature object. One advantage of this annealing process is that it can also remove 
the crystallographic defects generated by the electrochemical etching and make the tip 
surface smoother91-93, if you don’t overheat it. I would also keep the tip at the current 
of 9A for a few minutes before completely cooling down. 

Double tip effect 
Here I give an example of how double tip effects in an STM image look like 
(Fig. 3.3), which is a result of more than one apex of the tip, and they are in a 
detectable distance between each other. From the mathematic deduction (Eqn. 3.4) 
in previous sections, it is clear that the intensity of STM images is always a 
convolution of the tip shape and the actual surface structure. In an STM image the 

  
Figure 3.3 Double (multiple) tip effect in an STM image on a {1010} facet of a GaAs NW surface. 
There are at least 3 sharp apexes on this tip, being about 3 nm away from each other.                   
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double tip effect is shown as the repetition of the same surface structures several 
times, and with an overlapped contrast if the distance between double tips is close 
enough.  

Sudden change of the tip 
Although a tip may be in perfect condition in the beginning, it is still very common 
that it encounters a sudden change during scanning. An example of the suddenly 
changing tip during one STM image is shown in Fig. 3.4, which is taken on a Bi-
induced honeycomb structure on GaAs(111)B. With the same tip and surface 
structures, very different contrast in STM images can be observed. The white dashed 
rectangular shapes mark the same structures so that the comparison is clearer. Based 
on simulations and surface states calculations, the two Bi atoms within the rectangular 
should have an identical density of states. Thus, we attribute the non-even contrast 
between neighboring Bi atoms (as highlighted by the rectangles) in the bottom part of 
Fig. 3.4 to the asymmetric shape or electrical polarity of the tip. 

3.2 Low temperature STM  

STM can be operated under different temperature. So far, the world leading low 
temperature (LT-) STM is operated at 10 mK94, which has a 3He-4He gas handling 
system. Variable temperature (VT-) or high temperature STM which is integrated 
with a heating mechanism is more often used for in-situ STM measurements during 
e.g. surface treatment, catalysis, or chemical reactions.  

In this section, I will introduce the difference between LT-STM and room 
temperature STM, with a focus on semiconductor surfaces. Later the special closed 

 

 
Figure 3.4 A sudden change of the tip is shown in STM images of a Bi-induced honeycomb 
structure on GaAs(111)B. The scanning line where the tip changed is marked with a white arrow, 
the apparent features above and below this line looks very different. The white dash rectangular 
shapes mark the same structures but shown as different contrast.               
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cycle compressed He gas cooling STM which has been used often in my research will 
be presented. 

3.2.1 LT-STM on semiconductors 

At low temperature, the diffusion ability and mobility of atoms are reduced, this gives 
the opportunity to image a more stable surface topography. Room temperature 
experiments sometimes suffer from temperature variations (e.g. when a sample was 
heated) and the resulting thermal drift.  

Thermal drift can be a real problem when it comes to atomic resolution imaging, 
since the images are distorted and the relative position between the tip and the sample 
is constantly changing. In LT-STM, the cooling system offers a more thermal stable 
environment, thus, thermal drift is a much less severe problem, compared to room 
temperature STM. In typical room temperature STM setups, a temperature change of 
1 degree Celsius can change the relative tip-sample position by tens of nm. Typical 
drift velocities at room temperature are up to several nm/min, while at low 
temperatures, drift rates as small as a few Å/hr are obtained95, with our instrument we 
have even observed less than 1 Å/hr.  

In STM the scanning piezo materials give fixed transformation between voltage 
and physical dimensions under stable temperature. However, after continuously 
changing its size for long, a piezo tube will experience thermal expansion due to the 
generated heat. In this way, the piezo tube may not be able to bring the tip to the 
desired location. This happens since the polarization of the domains in the piezo 
material is not obtained instantly when the voltage is changed, but some of the 
domains, and with this the entire piezo, need time until they reach their final length 
corresponding to the applied voltage. This phenomenon is most often observed in the 
start of a scanning process right after tip approach on the sample surface. Usually in 
less than a few tens of minutes the strong creep should be gone.  

Another advantage of LT-STM is that a condensed 2D electron gas (2DEG) can be 
observed more easily. Confined electrons on surfaces were firstly observed on metals, 
as a 2D nearly-free electron gas96. The direct visualization of the wave pattern of 
surface states was by LT-STM at 4K by Crommie et al on Cu(111)97 in 1993. 
According to Crommie, the confined electron states can only be observed at up to 
77K. The inability to image standing waves in the LDOS of Cu at room temperature 
may be due to the destruction of quantum phase coherence from inelastic scattering, 
or to instrumental limitations. Nevertheless, this wavelike pattern of electron gas is an 
extremely good examples in proving the wavelike nature of electrons.  

However, no free electrons exist in an intrinsic bulk semiconductor, instead, they 
are electrons in covalent bonds, but the wavelike nature of electrons does not change. 
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However, as mentioned in Chapter 2, the broken dangling bonds of the atoms on III-
V surfaces can cause electron accumulation and result in surface states, which can 
create a surface 2DEG. It is known that there exists a confined 2DEG in the surface 
accumulation layer of InAs(111)79,98 and GaAs(111). One example of a 2DEG on 
InAs (111)B is shown in Fig. 3.9c. It is worth pointing out that even though a 2DEG 
brings more contrast in STM images, the topography may be still atomically flat. 

Moreover, at low temperature, one of Tersoff and Hamann’s approximations – the 
Fermi distribution function as a step-like distribution- is finally realized. In theory it 
is more correct to announce that the tunneling current is proportional to the LDOS 
of the sample at the position where the tip is located at the Fermi energy 𝐸  (see 
Eqn.3.10).  

The importance of low temperature is even more stressed and clearer when it 
comes to STS because of the better energy resolution, which will be introduced in 
Chapter 4. 

However, one drawback of low temperature is that the extension range of the piezo 
materials is shortened, thus the size of scanning area shrinks in LT-STM. The 
scanning range of the piezo in x, y direction is typically around 1 μm for LT-STM 
(around 2 μm in the model that I used), while around 10-20 μm for a STM at 
around 300K. Note that a distance recalibration will be needed when changing the 
operation temperature. The scanning speed is normally lower at low temperature as 
well. In conclusion, if one is looking randomly for an object or a certain surface 
feature with LT-STM, it may take longer time. Thus, playing with LT-STM is 
requiring patience. 

3.2.2 Closed-cycle cooling   

To cool down an STM to 4-10K, Helium (He) is the most commonly used cooling 
media since liquid He has a rather low sublimation temperature. The most common 
model of LT-STM in market is liquid He (LHe) bath cryostat STMs, and now the 
third generation is available. Its working mechanism is to cover the whole STM head 
in the middle of a LHe Dewar cylinder which is surrounded by a layer s of liquid 
nitrogen (LN) cylinder to slow down the heat transmission. This model can hold the 
system at stable low temperature for around 65 hours (for Omicron model) before 
LHe needs to be refilled again. However, the system is generally bulky and filling 
LHe may take a while, and mostly two people need to be present. The main 
drawbacks are that measurements have to be interrupted when filling up LHe, and 
the He prices, which have increased dramatically recently. Another cooling mode is 
called flow mode, where the STM is mounted directly onto a continuous flow LHe 
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cryostat which allows cooling the tip and the sample to about 5-7 K. This model is 
more compact, but the minimum helium consumption is about 1 liter/hour. 

For my experiments, I used two types of LT-STM. One is the LHe bath cryostat 
STM at 4K provided by ScientaOmicron, some of the STM images have been 
published in Paper I. 

The other type is equipped with closed-cycle compressed He gas and the LT-STM 
can be cooled down to around 8K. For example, RHK technology offers this type of 
closed-cycle LT-STM. The LT-STM that I have operated is the first instrument of 
this type provided by Sigma Surface Science (now part of ScientaOmicron), which 
has been installed when I started my Ph.D. Being one of the first few users of this LT-
STM, quite some time has been spent on studying the operations and the mechanism 
of it (that is also why I put quite some weight on it in this thesis). The Closed Cycle 
Pulse Tube Cooler system has several advantages over the traditional LT-STM, for 
example, very low He consumption and continuous operation without need for He 
refilling. The schematic diagram of the LT-STM and its cooling connections is shown 
in Fig. 3.5. It contains three parts, the compressor, the cooler, and the STM.   

The function of the compressor unit is to supply high pressure He gas to the cold 
head and re-compress the He gas returned from the cold head. The compressor unit 
contains several parts, however, here we do not discuss the detailed function of each 
part since it is out of the scope of this thesis. In general, the compressor receives the 
low pressure He gas discharged from the cold head to the compressor unit. After 

   
Figure 3.5 Schematic diagram of the low-temperature STM cooling system cooled with compressed 
He gas.      
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passing through a storage tank and a filter, the low pressure He gas will be 
compressed and pressurized in the compressor capsule and in the end, the high 
pressure He gas (about 1.70 MPa) will be supplied to the cold head. In the 
compressor, cooling water is needed to absorb the heat from the compressed He gas.  

The cooler mainly contains two parts: the cold head unit and pulse pump. After 
receiving the high-pressure He gas, the cooling process takes effect, where the 
compressed He gas is released through a valve and thus the gas is cooled down. After 
that, the evaporated low-pressure He is returned to the compressor unit. It is 
important to keep a good insulation vacuum as the residual gas/molecule 
condensation on the cold surface can seriously influence the cooling efficiency. There 
is a thermal connection between the cooler and the STM head, which transfers the 
heat away from the STM scanning unit. The thermal connection is the heart of the 
closed-cycle STM: It has to provide very good thermal connection, with very low 
mechanical coupling, since the strong mechanical vibrations from the cooling unit 
must not reach the STM. Note that the thermal feedthrough does not break any 
vacuum so that UHV can be maintained well in STM. 

  

 
Figure 3.6 a) Scanner (tip and the piezo tube) fully approached position b) Sample inserted c) Tip 
exchange plate (TEP) inserted; a tip can be introduced now. d) Tip inserted, ready for approach and 
scanning.          
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The cooling down process roughly takes 35-40 hours. Once the minimum 
temperature is reached, the valve of the HV vacuum chamber can be closed since now 
the vacuum is sustained by the Pulse Tube cooler only, which has a cold surface and 
acts like a cryo-pump. The maintenance is much simpler compared to non-closed 
loop cooling as well. One just needs to change the cold head and the He gas filter 
every 20,000-30,000 hours.  

Another feature of this closed loop cooling STM is that it has independent tip and 
sample exchange mechanism, i.e., the sample can remain in the scanning position 
when inserting or exchanging tip. This is especially useful when investigating 
semiconductor nanostructures, where the tip needs to be replaced far more often than 
in studies on flat metallic surface. The tip and sample inserting process is indicated in 
Fig. 3.6 a-d.  

From Fig. 3.6, we see that the SPM head consists of two main parts. The upper 
part contains the sample acceptor stage including lateral coarse motors for the sample 
movement. The lower building block contains the tip acceptor stage, the piezo tube 
scanner (for fine positioning and scanning) and the vertical coarse motor. Tip and its 
piezo tube are always located in the middle between the two brackets that hold the 
TEP. Instead, the sample can move in the 2D coarse movement powered by 
electronic motors. Nevertheless, when it comes to the scanning mode, the scanning 
area where the tip locates is controlled precisely by the tip piezo, down to sub Å. 

As the tip carrier is held by a central spring within the tip acceptor stage, one needs 
to first release this spring in order to loosen the tip carrier. For this, a dedicated tip 
exchange plate (TEP) (Fig. 3.6c) has been designed that needs to be introduced into 
the STM head before a tip can be taken out or put into the SPM head. The TEP has 
two springs on left and right side which need to be calibrated for different STM setup 
(Fig.3.7), in the end, each TEP can be inserted smoothly and open the tip clamping 
spring with the right amount of force. At the same time, the TEP can lock the tip 

Figure 3.7 Non-calibrated Tip Exchange Plate (TEP) on the left, and calibrated TEP on the right. 
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acceptor stage/scanner unit against vertical and lateral movement, protecting the 
scanner when operating with the wobble stick and the tip acceptor stage. Because of 
this dedicated design, one needs to pay extra attention when operating and avoid 
applying too much force that could break the scanner unit. Be aware that the repair 
can take a few months.  

Lastly, the STM sample holder is equipped with ten electrical contacts, which can 
be used to measure small devices at low temperature, for example, a single NW based 
device.   

3.3 STM imaging on semiconductor NWs 

In section 2.4 I introduced the bandgap of semiconductors, and later on in section 
3.1 the theory of STM tunneling current has been presented. Now we can combine 
these two parts and see a few examples of STM imaging on semiconductor NWs. 
Challenges of locating the tip at the NW site facet are discussed in section 3.4, and 
once on that facet, it locally behaves comparably to a large, flat surface. 

The major difference between STM scanning on a metal and a semiconductor 
surface is that there exists a bandgap for the latter case. Thus, much higher bias 
should be used, which is normally in the range of a few volts. Moreover, the chemical 
bonding is in the form of covalent or ionic bonds instead of a delocalized electron gas 
as in metals.  

As we know, STM maps the density of electronic states of a sample surface99, and it 

 
Figure 3.8 Energy diagrams of a metal tip and semiconductor surface under bias with different signs 
in STM scanning. a) No bias. b) Negative bias. c) Positive bias. Note that in all cases, the bias is 
applied to the sample, and the tip is grounded.         



34 
 

can probe empty or filled states depending on sign and magnitude of the bias. This is 
even more crucial in case of III-V semiconductors, because the group-III and group-V 
atoms have different electronic polarities. In general, group-V atoms are more 
electronegative, while group-III atoms are less electronegative. For a III-V 
semiconducting sample the electron orbitals corresponding to filled and empty states 
are reported to be localized around one element each100. The empty states are found 
around the group III atoms and the filled states are found around the dangling bonds 
of the group V atoms, giving an elemental specific image contrast. 

Fig. 3.8 shows the energy diagrams depicting a metallic tip and a semiconducting 
sample under three different cases, (a) no bias, (b) a negative bias applied to the 
sample and (c) a positive bias. In Fig. 3.8a, the Fermi levels of the tip and the sample 
are aligned without a bias, and thus no net tunneling current exists. Since in Fig. 3.8b 
the tunneling bias 𝑉  is negative, the relative Fermi level between the tip and the 
sample has an energy difference of e𝑉 . Then electrons will tunnel from filled states in 
the sample to empty states above the Fermi level of the metallic tip. While in Fig. 
3.8c, where 𝑉  is positive, electrons will tunnel from filled states below the Fermi 
level of the metallic tip into the empty states in the conduction band of the 
semiconducting sample. Note that the bias is applied to the sample, and the tip is 
grounded in all cases mentioned in this thesis.  

 

  
Figure 3.9 a) LT-STM image of clean InAs(111)B under positive bias (a) and its tunneling current 
map (b), and (c) the STM image under negative bias.            
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If the bias magnitude is so small that 𝑉  falls within the band gap, of course there 
would still be no tunneling current. This can be dangerous during STM scanning 
because the feedback loop would try to decrease 𝑑 in order to reach the current set-
point, which can cause a tip crash into the sample.  

As an example, Fig. 3.9 presents STM images of a clean InAs(111)B surface under 
different negative and positive bias. We can see that the empty states STM image 
(Fig. 3.9a) and filled states image (Fig. 3.9c) present different tomographs. Fig. 3.9b 
is the tunneling current image which is recorded simultaneously with Fig. 3.9a, here 
each bright dot indicates the dark hole surrounded by three atoms in Fig. 3.9a. 
Though in principle tunneling current should be constant, there still exists a delay for 
the feedback loop reaction. So, we can in some sense understand the current map as 
the derivative of the topography map, and sometimes the contrast is clearer.  

 
Figure 3.10 a) to e), STM images and their reversed contrast images in 3D of a Bi-induced 
honeycomb structure on the GaAs(111)B surface under a series of bias. Although the contrast can be 
fluctuating, all STM images show the same honeycomb structure, and the locations of the bright 
dots corresponding to individual atoms are constant throughout the bias set. This can be more easily 
observed in the reversed contrast images on the right.        
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In the empty states image, well-ordered individual atoms (in this case, we are seeing 
In atoms) are located in the (111) lattice plane. An atomic-scale defect (a stacking 
fault leading to lattice misalignment) is more obvious in Fig. 3.9b, indicated by white 
dashed lines. In the filled states image of Fig. 3.9c, which is taken at another position 
on the surface, in contrast, an unordered pattern at the atomic scale can be seen on 
the flat terraces, which are interrupted by surface steps. Note that all STM images 
were taken at around 10K. This unordered structure is highly likely related to a 2D 
condensed electron gas on the InAs(111)B surface at low temperature. In Paper II, a 
similar irregular atomic-scale pattern on GaAs(111)B at 10K is observed as well.  

From another point of view, changing the sign of the bias is a quick way to check 
both polarities on the sample surface. What is more, the magnitude of 𝑉  is also a 
practical and quick way to distinguish electronic structure contrast from 
topographical contrast in an STM image, since the former one is strongly dependent 
on the value of 𝑉 . If the contrast in STM images does not change much under 
different bias, we can attribute the contrast mainly to the topography.  

Another example is given in Fig. 3.10, where a Bi-induced honeycomb structure on 
the GaAs(111)B surface is imaged by STM under a series of bias, from positive to 
negative. By carefully comparing the images, we see that the primary contrast 
skeleton- the honeycomb structure- doesn’t change, but only the contrast evenness. 
Considering that neither Ga or As atoms can be observed on both polarity bias, this 
result implies that the honeycomb structure is made up of only Bi atoms. More 
details can be found in Paper II.  

3.4 Navigating the STM tip to the nanostructure of 
interest 

It can be challenging to locate a NW with diameter of a few tens of nm over the 
entire sample in the size of a few square millimeter. That is why we need to use some 
markers to help us locate specific NWs and NW devices more efficiently, in the case 
of a low density of randomly distributed NWs, and even more for the special design 
of processed NW devices (Fig. 3.11a). The most common way is to utilize metal 
markers which are usually done by photolithography processes. 

STM measurement scans line by line, and it is sensitive to the height change. So, a 
smart way is to use straight metal lines with different widths and (or) heights as 
markers to indicate more information. An example from Paper IV is shown in Fig. 
3.11, where metal markers have been used to help navigate to the lateral NWs. The 
metal lines between two arrows in Fig. 3.11a have different width, and the thinnest 
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metal is extended pointing to the lateral NWs (Fig. 3.11b and c). If the sample is 
aligned well with the scanning directions, and the coarse movement step in x, y 
direction is calibrated (usually it is 200-500 nm), we can also do several coarse 
movement steps at once when moving along the metal markers.    

As a general rule, when scanning on large scale (a few hundred nm to μm) in STM, 
it is safer to use low tunneling current setting and a bias with high magnitude, so that 
the tip can keep a relatively large distance to the sample surface and avoid unexpected 
crash. The scanning speed is usually no larger than 200-300 nm/second. 

 

  

Figure 3.11 (a) SEM image of the sample with navigation marker patterns. The length of the white 
scale bar is 200 μm. The inset shows the zoomed in image from the yellow rectangle, where the 
NWs are grown. The length of the pink scale bar is 500 nm. (b) AFM image and its scan profile of 
the whole device. (c) STM image and its scan profile of the same area with a 40° rotation. (Adapted 
from the supplementary information of Paper IV)  
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4 Scanning Tunneling Spectroscopy 

Scanning Tunneling Spectroscopy (STS) probes the LDOS at varying bias voltage on 
the surface, with down to sub Å spatial resolution101,102. Combining STS and STM, 
one can obtain topographic and electronic information simultaneously, making it a 
powerful tool for characterizing surface electronic properties of nanostructures, such 
as bandgaps20,103,104, surface defects105,106 and quantum phenomena97,107,108 on 
semiconductor materials. In my experiments, STS is mostly used in determining the 
surface bandgap and the newly introduced surface states. 
This chapter introduces the basic theory of STS and then the data treatment, later the 
common tip-induced band bending (TIBB) phenomenon will be discussed. In the 
end, the advantage of STS at low temperature will be reviewed.  

4.1 Principles of STS 

From Chapter 3, we have obtained the formula of tunneling current in STM with the 
tip at position 𝑅 as: 𝐼 ∝ 𝜌 𝜌 , 𝑅,𝐸 + 𝜀 𝑑𝜀 (4.1) 

Practically, current spectroscopy (𝐼 − 𝑉) is done when the tip is kept in a fixed 
position above the sample surface with feedback loop open, and the tunneling current 
is recorded as a function of the bias. The tip-sample separation is decided by the pre-
set bias and tunneling current. In an ideal STS experiment the tip DOS should be 
negligible, although this seems not always to be the case. But we assume that the tip 
condition does not change during the process, which means 𝜌  is constant. Thus, the 
tunneling current is a function of only one variable - bias 𝑉. The tunneling current is 
proportional to the integrated sample surface LDOS from Fermi level to 𝑒𝑉, while 
the LDOS can attribute to either filled or empty states depending on whether the bias 
is negative or positive. To get the LDOS at a specific energy, which is often more 
important in studying surface properties, 𝐼 − 𝑉 needs to be differentiated, thus we 
obtain the 𝑑𝐼/𝑑𝑉 − 𝑉 spectrum109. 
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∝ 𝜌 , 𝑅,𝐸 + 𝜀  (4.2) 

If the I-V signal is differentiated numerically, it often suffers from high noise levels 
and thus giving unreliable LDOS spectrum. That is why the 𝑑𝐼/𝑑𝑉signal should 
directly be measured, which can be done experimentally by using a lock-in amplifier 
and modulating the tunneling bias 𝑉 .  

A lock-in amplifier generates a small sinusoidal modulation 𝑑𝑉, superimposed 
onto the DC tip-sample sweeping voltage, and the tunneling current 𝑑𝐼 with the 
same oscillation frequency is detected.  The oscillation frequency and amplitude can 
be set manually, common parameters are 700-1200 Hz for frequency, and 5-100 
meV for amplitude depending on the desired signal intensity and resolution. The 
modulation frequency should be larger than the bandwidth of the STM system to 
avoid feedback response. Other parameters include the integration time 𝑇 , which 
needs to be high enough to allow for several cycles of the modulation signal to be 
included in the integration because more cycles will reduce noise, and the raster time 𝑇  (time measured at each point in the spectra), which needs to be 2–3 times the 
time constant of the lock-in. In this way, with careful tuning these parameters, a 
smooth 𝑑𝐼/𝑑𝑉 − 𝑉 spectrum with low noise level can be obtained110. 

However, the tunneling current drops significantly to below noise level when 
approaching the bandgap. To probe the LDOS at the band edge more precisely, the 

 
Figure 4.1 STS of Bi-induced honeycomb nanostructures on GaAs (111)B. It is a demonstration of 
apparent increase in bandgap size when using larger set point voltage (absolute value). The feedback 
is turned off during the sweep.  
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tip needs to be brought closer to the sample surface in order to be more sensitive for 
small LDOS values. Fig. 4.1 shows how different tip-sample distance affects the 
apparent bandgap detected on the surface. For the pre settings for STS in Fig. 4.1, we 
use the same 𝐼  for all STS, and 𝑉  is the most negative bias in the sweeping range. 
These settings determine the tip-sample distance for each spectrum: Since the 
tunneling current drops exponentially when the distance increases, to achieve the 
same 𝐼  at a smaller 𝑉  (here it means the absolute value of bias), before the 
feedback loop gets turned off, would require that the tip-sample distance is shorter. 
From Fig. 4.1 we can see that the bandgap size appears to increase a lot for larger 
setpoint voltages as the tip is further away from the surface and thus insensitive for 
the very small LDOS values close to the band onsets. 

 A commonly used variable gap mode for STS of semiconductors (also known as 
Feenstra mode) is thus very useful. In this mode, the tip-sample distance changes 
linearly while sweeping the bias. The distance decreases for lower voltage values, 
reaching the smallest at zero bias. Typical values of the displacement factor are 1-2 
Å/V. The changing distance would bring higher measured LDOS intensity, but the 
relative intensity ratio at low voltage compared to high voltage also changes. To 
calibrate the intensity ratio, 𝑑𝐼/𝑑𝑉  should be normalized by the absolute 

conductance 𝐼/𝑉 , since both have the same distance related factor 𝑒 ℏ ⋅√ Ф . 
However, the conductance 𝐼/𝑉 is zero within the bandgap for semiconductors, and 
the normalized value (𝑑𝐼/𝑑𝑉)/(𝐼/𝑉)  diverges, thus the conductivity must be 
broadened as (𝑑𝐼/𝑑𝑉)/(𝐼/𝑉), which represents the normalized sample LDOS and is 
fully independent of the tip-sample distance. The calculation for broadened total 
conductance (𝐼/𝑉) can refer to references30,79,110,111. In my experiments, I rarely use 
Feenstra mode in practise, but the normalization method also applies for STS in 
constant height mode. 

4.2 Surface band bending 

Typically, a major aim in STS on semiconductors is to determine the position of the 
band edges. The LDOS changes linearly close to the band edge, so the most 
straightforward way is to fit the near edge LDOS curve with a line and extend the line 
till it reaches zero LDOS, the energy at the cross point is the edge of the bandgap112. 
Some people also use more sophisticated simulations113. In my research, however, it is 
less crucial. So the interested reader can read more in the reference above.  

The process of determining the band gap can get more complicated due to band 
bending effects. The fundamental reason for surface band bending is that the position 
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of the Fermi level at the surface is different to that in the bulk so that the 
semiconductor bands need to bend to align the Fermi Level and to reach surface 
neutrality again114. How far the surface band bending can extend into the sample 
varies a lot with doping level: in highly doped semiconductors it’s only a few Å, while 
in low doped semiconductors it can be 40 nm or more, more examples can be seen in 
reference115. The different Fermi level on the surface can be induced by many factors. 
Here, we more focus on the Fermi level shift because of additionally available states 
localized at the surface, for example due to surface reconstructions, defects116, or the 
interface to oxides. For example, significant surface DOS has been observed on InAs 
NWs investigated at 5 K where n-type defects dominated the surface conductivity112. 

Similar band bending happens at semiconductor-metal and semiconductor-
insulator interfaces. For the former case, the band bending comes from the charge 
exchange between the metal and the semiconductor, so that a spatial charge is formed 
at equilibrium to level up the respective Fermi levels. This is well known as Schottky 
barrier. It is noteworthy that this concept describes the ideal Schottky barrier, which 
depends only on intrinsic properties of the two separated systems. 

 
Figure 4.2 Energy diagram for a metallic tip and a n-doped semiconductor illustrating the effect of 
tip induced band bending on the measured band gap. a) No bias applied. b) The bands in the 
sample are bent slightly upward at positive bias. (c) Band inversion can happen if the TIBB effect is 
large. d-e) The bands in the sample are bent slightly downward at negative bias, and electron 
accumulation happens. In the end, the apparent (measured) band gap would be larger than the 
actual band gap. Pink and green dots implicit electrons from the tip or the sample, respectively.    
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In STS, another external factor needs to be considered – the biased metal tip which 
locates very close to the sample surface and creates a strong electric field which can 
induce band bending in the sample, known as tip-induced band bending (TIBB).  
TIBB can sometimes dominate the STS measurement and this effect is always 
integrated in STS spectra performed with a metal tip on a semiconductor surface. 
TIBB results in an increase of the apparent band gap of semiconductors. 

We can think of TIBB as a metal-insulator-semiconductor (MIS) junction, the 
energy diagram of scanning on a n-doped semiconductor is shown in Fig. 4.2. The 
band bending is determined by a lot of factors in this system, such as Fermi energies, 
metal work function Ф , semiconductor electron affinity 𝜒 117, semiconductor band 
gap and its doping level and so on. As we can see in Fig. 4.2a, when no bias is 
applied, the Fermi level of both the sample and tip are aligned. The small surface 
band bending on the sample surface is determined by intrinsic surface states out of 
broken surface dangling bonds and by the doping level. Semiconductors are dielectric 
by nature and an applied electric field will cause the semiconductor to polarize. When 
a bias is applied, it will induce band bending in the semiconductor towards the Fermi 
level of the tip. Thus, the surface of the semiconductor can experience charge carrier 
depletion or even inversion under positive bias (Fig. 4.2b-c), and charge carrier 
accumulation at negative bias (Fig. 4.2d-e) in the near surface region. The apparent, 
or measured, band gap will appear bigger due to the band bending (Fig. 4.3). 
Calibrations need to be done to correct the TIBB effect, the interested reader can read 
more in references112,118, where a flat-band alignment was found between Wz and Zb 
in InAs22 and GaAs19,112 NWs. 

 
Figure 4.3 STS diagram showing how TIBB influences the determination of the bandgap.     
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If downward band bending is sufficiently strong and narrow, a quantum well at the 
surface will be created, and electrons trapped in that well will display quantized 
discrete states. It is the same for TIBB-induced quantum dots, where the band 
bending induces confined states119,120.  

In addition, one needs to be aware of quantization effects in small nanowires. NWs 
with sufficiently large diameters would present no radial quantization effects121,122. To 
realize this, NWs with diameters larger than 40 nm should be used when trying to 
determine bandgaps, since 40 nm should be significantly larger than the de Broglie 
wavelength (40 nm for InAs and 24 nm for GaAs66) of any charge carriers within the 
NW. For the NWs with smaller diameters, the measured band gap, including 
quantization effects, is larger than the bulk band gap of the same material. 

4.3 Low temperature STS 

All STS data in my experiments are measured at low temperature, at 4K or 10K. For 
example, with LT-STS along laterally grown InxGa1-xAs NW devices, described in 
Paper IV, a varying bandgap was observed which is related to variations of the Ga/In 
concentration. STS at low temperature is in several aspects different to room 
temperature STS. First, let us talk about the advantages.  

LT-STS can offer higher accuracy in the band structure measurement. 
Temperature influences the energy resolution of STS because there exists more severe 
thermal broadening of all electronic states at higher temperature. Thus, finer 
individual states can be detected better at low temperature. Band broadening also 
depends on the temperature, the broadening is in the range of ca 30 meV at room 
temperature and drops to 3 meV at around 5 K, according to Gaussian 
broadening103,110. As a result, many exciting phenomena require low temperatures to 
be studied, such as charge density waves123,124, QD states120, as well as Kondo effects 
and magnetism125,126. While in some cases, such as for superconductors, the 
phenomena only exist at low temperatures105,127. 

Another advantage of LT-STS, which is more practical, is the lower drift at low 
temperature. We have discussed about it in section 3.3 when introducing LT-STM, 
and it has the same principle here. STS on a single point usually just takes a few 
minutes, but when it comes to line STS or 2D grid STS imaging (which will be 
introduced soon in this section), the measurement time is expected to be a few hours 
or even days, depending on the pixels and time constant. A big drift would make a 
quantitative characterization of the spectra difficult, especially when atomic precision 
is required in location. In a worse case, the tip can crash into the sample surface 
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because on one hand lateral drift can happen during long STS measurements, on the 
other hand, feedback loop is kept open during a single spectrum. As a result, it is 
always suggested to take STS and the STM image simultaneously, so that we can 
directly observe the drift level. If the used STM software does not have this function, 
it is advised to obtain an STM image of the area of interest before and after the STS 
session. 

One drawback of low temperature is the possible dopant freeze-out and the 
resulting low conductivity of the semiconductor, which happens mainly for low-
doped semiconductors. In this case, TIBB will be more serious, and a much larger 
apparent bandgap will be observed. For example, a large tunnel bias had to be used in 
the STM images due to this effect in Paper I. It also can happen that carrier inversion 
does not even take place, resulting in an “infinite” observed bandgap128. Thus, it is 
recommended to use highly doped semiconductors for LT-STM/S. 

Low temperatures can also give rise to other effects such as more easily observed 
surface states because their standing wave patterns can only be imaged at low 
temperature, this has been discussed in section 3.2. The atomic pattern of the 2D 
electron gas on the InAs(111)B surface at temperatures around 10 K is shown in Fig. 
3.9c.  

Except for point STS, some STM/S software are equipped with the functionality of 
line STS and(or) 2D STS imaging. Line STS is basically a collection of single STS 

 
Figure 4.4 LT-STS on a Bi-induced honeycomb structure on GaAs(111)B at 10K (a) LT-STS point 
spectra are obtained along a line through a honeycomb unit, the individual points 1-10 where STS 
spectra are acquired are marked in this STM image. (b) shows the comparison between the average 
STS spectra of points 1,2,3,4 (blue), points 5,6 (pink), and points 7,8,9,10 (green).  
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points along a line. The position and distance of these point can be determined and 
STS with the same setting parameters would repeat itself at each point. The advantage 
of line STS is that the whole set of STS measurement is processed automatically, and 
no other operation needed. With these evenly distributed STS points, it is easier to 
compare the change of DOS along the line. One example of LT-STS points through 
a line is shown in Fig. 4.4. 

If we extend the STS points from 1D line to a 2D image, then we can perform 2D 
STS imaging which shows the DOS in a series of 2D images with varying bias. An 
ideal 2D STS image needs minimal drift because it usually takes a few hours to days. 
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5 X-ray Photoelectron Spectroscopy 

Studying the semiconductor surface needs comprehensive tools. Although STM/S is 
powerful for obtaining topographical and local electronical information, this is still 
not sufficient. A good complimentary technique is X-ray photoelectron spectroscopy 
(XPS), which is a widely used tool with high surface sensitivity and offers information 
about the chemical bonding configuration of the topmost few surface atomic layers. 
XPS has played an important role and has been performed often in my research, 
especially in studying the Bi incorporation into III-V surfaces in Papers II and III.  
In this chapter I will give an introduction to the theoretical background of XPS, 
especially synchrotron-based XPS, and illustrate its applications on semiconductor 
surfaces, using the example of the GaAs:Bi and InAs:Bi system. Methods for XPS data 
analysis and fitting will be discussed. In the end, an overview of the XPS 
measurements of those elemental core-levels that are most relevant for my thesis (Ga, 
As, Bi) will be presented. 

5.1 Basic XPS theory 

X-rays were firstly discovered by Wilhelm Röntgen in 1895 at the university of 
Würzburg, Germany, and then the first medical X-ray image of his wife Anna Bertha 
Ludwig’s hand got published, marking a great breakthrough in material studying129. 
Based on this extraordinary discovery, the very first Nobel prize in Physics was 
granted to Wilhelm Röntgen in 1901. Since then, several more Nobel prizes were 
awarded to scientist for their significant discoveries related to X-rays, for example, to 
Charles G. Barkla for the discovery of the characteristic X-rays of elements in 1917, 
to Max von Laue for the discovery of X-ray diffraction in 1914, and in the next year 
1915 to William Henry and William Lawrence Bragg for the famous Bragg’s law in 
crystal structure characterization with X-rays. However, the technique XPS was not 
realized until Kai Siegbahn, who developed it with monochromatic waves of light and 
detecting the kinetic energy (K.E.) of the excited electrons. And of course, he was also 
awarded the Nobel Prize for it in 1981. 
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The term “X-rays” refers to electromagnetic waves within a certain range of the 
wavelength spectrum, which is usually from around 0.1 Å to 100 Å, corresponding to 
photon energies of around 100 eV to 100 keV. In my experiments, I mostly use soft 
X-rays (roughly between 100 and 1500 eV) as the probe in the interaction with the 
sample surface, since it is more surface sensitive due the short penetration depth of 
electrons with kinetic energy in this range. Hard X-rays, on the other hand, are more 
useful for studying buried interfaces because electrons with higher kinetic energy have 
longer probing depth.  

The photoelectric effect forms the base for XPS, it was described by Albert Einstein 
in 1905130, for which the Nobel Prize in physics was granted to him in 1921. The 
photoelectric effect is a phenomenon of the emission of electrons when 
electromagnetic radiation with sufficient energy, such as UV light, hits a material. X-
ray photoemission is the photoelectric effect phenomenon caused by X-rays. Electrons 
emitted from the sample in this manner are called photoelectrons.  

 
Figure 5.1 Energy diagram in XPS: an electron of a generic core level (orange) with binding energy 
(𝐸𝑏) is photoemitted by a photon of energy ℎ𝑣. The kinetic energy of the photoelectron is 𝐸𝑘, 
whereas 𝐸  is the kinetic energy measured by the analyser (right part of the graph). The difference is 
due to the different work functions of sample (Ф𝑠) and analyser (Ф𝑎𝑛). A photoelectron emitted 
from the valence band is shown in blue.  
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XPS is performed by analysing the kinetic energy 𝐸  distribution of the emitted 
photoelectrons. With the known photon energy of the light ℎ𝑣, the binding energy 
(B.E.) 𝐸  of the core level electrons can be obtained following the equation:   𝐸 = ℎ𝑣 − 𝐸 −Ф  (5.1) 

where ℎ is the Planck constant, 𝑣 the photon frequency of the X-ray, and Ф  is the 
sample work function. Fig. 5.1 shows the energy diagram of the photoelectron 
process. An X-ray photon with energy ℎ𝑣 is absorbed by a core level electron, which 
overcomes the B.E. 𝐸  and work function Ф  and gets excited into vacuum, with 
remaining K.E. 𝐸 . The electrons from the valence band (green area) will get excited 
as well if the photon energy is higher than the B.E. Since only the valence electrons 
interact with electrons of neighboring atoms in the periodic lattice, valence electrons 
have energy bands and the core levels discrete energy states.  

The core level B.E. has a characteristic value for a specific core level of a specific 
element131. However, the B.E. of core level photoelectrons is also affected by the 
particular chemical environment of the element. Thus, XPS offers the information on 
chemical surface composition and elemental species, as well as their chemical 
surroundings. Several examples will be given in section 5.4. 

Probing depth of XPS 
The inelastic mean free path (IMFP) indicates the distance that an electron can move 
freely without inelastic scattering events. Electron-electron scattering in a solid sample 
has a high cross section and inelastic scattering between electrons happens often along 
the way electrons move. Therefore, electrons generally have a very short IMFP and 
with that a short escape depth from materials. The IMFP of electrons in all materials 
is mainly related to the K.E. of the electrons. As we can see in Fig. 5.2132, the 
minimum IMFP corresponds to a K.E. in the range of 20-100 eV133, with the 
minimum IMFP around 5 Å. The escape depth of an electron is roughly around 3 
times the IMFP value. This means that electrons cannot escape the sample surface 
and get detected (at least not without inelastic scattering) except for those emitted 
from the top few atomic layers of the sample134,135. In practise for XPS surface studies, 
it is suggested to use a suitable photon energy according to the target core level B.E. 
so that the photoelectrons are in the energy range of a low IMFP. The short IMFP is 
a strong proof that XPS is a very surface sensitive technique.  Moreover, depth 
profiling can be done by using different K.E. for analyzing electrons from different 
probing depths. 

Therefore, it is understandable why an UHV environment is important for XPS. 
Just similar to other surface sensitive techniques, for example, STM introduced in 
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Chapter 3, only UHV can avoid contaminants on the sample surface, such as 
adsorbates and native oxides which can occur in atmospheric conditions. Another 
reason is that the detection of photoelectrons becomes difficult in a non-UHV 
environment, most photoelectron detectors can only operate in UHV range of 10-8 
mbar or lower. 

5.2 Synchrotron radiation X-ray sources  

Traditionally, X-rays are provided by an X-ray tube in which electrons are accelerated 
onto an anode (typically consisting of Al), where they excite X-ray photons with a 
characteristic energy, often that of the Al Kα emission line at 1486.7 eV. However, 
this source also has an undesired continuous bremsstrahlung. What is more, the 
photon flux (or intensity) is very limited, which could lead to a high noise level and 
thus the measurement is more time consuming. The unchangeable photon energy 
also limits the flexibility of measuring different core level electrons for different 
elements while keeping high surface sensitivity.  

 
Figure 5.2 IMFP as a function of the kinetic energy, with data points for a number of elements. The 
behavior is similar for all materials. Adapted from reference [132]. 
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These limitations can be overcome by using X-rays from synchrotron radiation 
sources. Synchrotron radiation is produced by electrons in storage rings where 
electrons are accelerated to a K.E. of a few GeV (3/1.5 GeV for Max IV). Then these 
high-speed electrons travel through periodic arrays of magnets, which impose regular 
deviations to the electrons from their trajectory. The radiation released by these 
oscillations acts as X-rays source. After being properly monochromatized and focused 
by the beamline optics, a high intensity beam of X-rays with stable energy and 
focused size is thus obtained. Synchrotron X-ray radiation gives the privilege of higher 
brilliance136 as compared to lab sources, which results in a lower noise-to-signal ratio, 
and of possible tunability of the photon energy, which is very useful to perform 
surface sensitive analysis with differently targeted core level electrons. 

The first synchrotron radiation produced by an accelerator was realized at the 
Synchrotron Radiation Source (SRS) at Wisconsin, USA, in 1968. That was the first 
of so-called 1st generation synchrotron sources, equipped with bending magnets for 
coupling out electromagnetic radiation. After a few decades of development, 
nowadays the most modern synchrotrons are 4th generation synchrotrons, which 
adopt undulators and replace simple dipole bending magnets by multibend 
achromats, enjoying a much higher brilliance and flux136, as well as better wavelength 
and beam size tunability137,138. The comparison between different synchrotron 
generations is shown in Fig. 5.3137. For more information about synchrotrons, 
interested readers can refer to references136,137,139. In 2016, the MAX IV Laboratory 

 
Figure 5.3 The progress of average brightness from candle to the 4th generation synchrotron. Figure 
adapted from reference [137].  
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was inaugurated in Lund, Sweden, as the first 4th generation synchrotron. The MAX 
IV Laboratory is also the place, among various synchrotron facilities in Europe, where 
I have performed most of my XPS experiments.  

While the synchrotron source provides the X-rays needed for an XPS experiment, 
the other important component is an electron energy analyser (EEA), to study the 
intensity distribution of the photoexcited electrons. The EEA is designed to filter the 
electrons depending on their K.E. As shown by the schematic diagram in Fig 5.4140, 
the emitted photoelectrons are collected and focused by an electrostatic lense before 
they can pass through the entrance slit for the hemispherical EEA. By applying a 
certain magnetic field, only photoelectrons with the proper K.E. range can travel 
through the EEA and reach the exit slit. There the photoelectrons are multiplied 
within a micro channel plate (MCP) and finally recorded by a detector. The EEA 
detects electrons at a selected energy 𝐸pass with an uncertainty Δ𝐸, resulting in the 
energy range 𝐸pass ±Δ𝐸. The energy uncertainty determines the energy resolution of 
the XPS spectra. The value of Δ𝐸 is proportional to the value of pass energy and it 
further depends on the acceptance angle and on the width of the entrance and exit 
slits, while the pass energy depends on the radius of the hemisphere and the applied 
electric field. A typical resolution of EEA is around 100 meV. 

Synchrotron-based XPS studies on III-V semiconductors can be found in several of 
my papers. The experiments investigating the GaAs NW (Supplementary 
Information in paper I) were conducted at the beamline EscaMicroscopy of the 

 
Figure 5.4 Schematic diagram of XPS electron energy analyser (EEA). Adapted from reference [140]    
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Elettra synchrotron in Triest, Italy. Here, the sample was scanned through an X-ray 
beam spot of only 120 nm diameter, at a photon energy of 650 eV. The experiments 
with GaAs(111)B substrates (paper II) were performed at the MatLine beamline of 
the ASTRID2 synchrotron facility at the Department of Physics and Astronomy at 
the University of Aarhus. With the help of a multipole wiggler, here the usable 
photon energy range is from 20 eV to 700 eV. The experiments performed on the 
InAs substrates (paper III) were conducted at several different synchrotrons including 
the two beamlines mentioned above as well as the MaxPEEM and FlexPES beamlines 
at MAX IV, Lund, Sweden. The MaxPEEM is supplied with soft X-ray, while X-rays 
in the energy range of 40-1500 eV are used for FlexPES. 

 

5.3 XPS analysis and spectra fitting 

Before I go through the XPS data analysis, let me give a brief overview of the electron 
configurations in an atom in the context relevant to XPS. These two types of 
electrons are located at the nuclei and are in their ground state – there can also exist 
excited electrons in the conduction band, or free electrons. 

Core electrons are located in the inner shells and are closely bound to the atom 
nucleus, while valence electrons are in the outermost shell and are more loosely 
bound. The B.E. of valence electrons is in the range of a few eV, and they are often 
used to identify the valence band structure. 

Although not participating in chemical bonds, the B.E. of the core level electrons is 
still affected by the chemical surrounding and the overall charge of the atom. The 
change in B.E. generated in this way is called chemical shift. Therefore, an electron 
from an As-O bond has a different B.E. than an electron from an As-Ga bond. Due 
to this effect we can, for example, determine if the surface oxide has been removed 
from our GaAs surface or not. More examples will be given in section 5.4. 

Now let us look how we name the photoelectrons from different core levels. Core 
electrons fill up the atomic orbitals in a certain order (Fig. 5.5), and each core 
electron can be described by a set of quantum numbers: Energy core level number n, 
angular momentum l, orbital number m and the total angular momentum j. n, l and 
m are all integers, where l has a range from 0 to n-1 and m from -l to l. The first few 
quantum numbers of l are historically described as s, p, d, f. When considering the 
spin of electrons, the magnetic field arising from the electron spin will couple into the 
angular momentum l. Since electrons can only either spin up or spin down, the total 
angular momentum j is defined as 𝑗 = |𝑙 ± 𝑠|, where 𝑠 = ±1/2. Thus, when 𝑙 > 0, 
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the energy level will be split into two different energy levels, that is the so-called spin-
orbit splitting. What is more, the two split core level electrons will have different B.E. 
We usually call this kind of two peaks in XPS as doublets and note that the split 
energy between the two peaks is fixed for a specific doublet.  

For example, Bi 5d3/2 and Bi 5d5/2 mean two types of core photoelectrons coming 
from 5th energy core level, with angular momentum of 2, but with 2 different total 
angular momentum 3/2 or 5/2 depending on the spin orientation.  

To analyse XPS data, I usually perform a two steps processes. First, Fermi level 
calibration. This step is usually done by determining the work function Φ with a 
known core level. Secondly, XPS decomposition and fitting of different core level 
spectra, so that we can determine the chemical shifts of core levels as well as compare 
their intensity changes. 

From equation 5.1, we know that the function Φ is a value which needs to be 
determined before we can obtain the absolute B.E. The work function Φ is defined as 
the amount of energy it takes to excite an electron from the Fermi level EF to the level 
Evac. However, the work function of both the analyser and the sample are not known 
precisely. For a metal sample, the clear Fermi edge, which shows a sharp cut of 
photoelectron intensity, can be used as reference point. However, for a 
semiconductor, the Fermi level is located within the bandgap. In this case, we 
measure the binding energy of a well-known core-level from a different material, such 
as Au 4f, and use its literature value for calibration. 

    
Figure 5.5 Diagram of electron configuration sequence, showing the order in which atomic orbitals 
are filled.  Each circle represents one orbital, n is the core shell orbital number, l is the orbital angular 
momentum. Each s orbital can contain a maximum of 2 electrons (one spin up, one spin down), 
while 6 for p, 10 for d, and 14 for f.     
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For the data analyse in my research, much more effort has been put in determining 
the relative shift of binding energies of the same core level but different chemical 
states. In order to distinguish the overlapping contribution from different 
components, careful peak fitting needs to be performed. Often the peaks are assumed 
to be a convolution of a Gaussian part and a Lorentzian part, commonly known as a 
Voigt function. XPS fitting contains a series of data fitting processes, here I list a few 
important parameters: 

Background subtraction. The background photoelectrons mostly come from 
secondary electrons. Usually, I use a polynomial function of different order or linear 
subtraction. 

Peak intensity is important because it is strongly dependent on the amount of 
material at the surface, so that the relative concentration of interested species can be 
obtained. Note that the intensity also depends on the scattering cross section and 
losses due to inelastic scattering, that means the photoelectrons from materials at 
deeper position have smaller intensity, compared to the surface materials. 

Lorentzian width, representing a core hole lifetime. It should be same for the same 
core level, regardless of the chemical environment. 

Gaussian width, representing the instrumental resolution or uncertainties, as well as 
lattice vibrations, can vary on individual components of the same core level. Usually, 
it is smaller for higher quality crystalline material, and larger for amorphous materials. 

Spin orbit splitting energy is a fixed value for photoelectrons from a known core 
level. It presents the energy difference of photoelectrons from the same core level 
orbital, but with different total angular momentum.  

Spin orbit split peak weight ratio. It is also a fixed number, indicating the intensity 
ratio of core level doublets at the same core level orbital but with different total 
angular momentum. For example, theoretically the ratio is 0.5 for 2p, 0.66667 for 3d 
and 0.75 for 4f. In practise, the value can change within a reasonable range, due to 
the influence of background or neighboring core level peaks. 

Sweep numbers. All spectra should be normalized by the number of sweeps. 
Multiple sweeps can lower the noise level of spectra. 

Since the XPS fitting is not the main content of this thesis, not all details will be 
discussed here. Interested readers can refer to another thesis in our division141. 
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5.4 XPS of selected elements 

Here, I give a few examples on the XPS study of several important elements in my 
research, with a focus on how the chemical shifts are introduced from different 
bonding configurations.  

5.4.1 XPS of Ga and As 

A GaAs(111)B substrate that has been exposed to air is covered with a thin layer of 
native oxide on the surface, where a component with Ga-O bonding configurations 
exists. The comparison of the Ga 3d core level before and after oxides removal (with 
the aid of atomic hydrogen, which will be introduced in Chapter 6) is shown in Fig. 
5.6a. Since XPS is very surface sensitive, with the thin oxide layer, Ga-O bonds 
dominate the intensity of the XPS spectrum and core level electrons from Ga-As 
bonds can hardly be observed. On the oxide-free surface, on the other hand, the Ga-
As peak is much more pronounced. Fig. 5.6b demonstrates an even minor chemical 
shift (within 0.1 eV) of Ga-As bonds, which are influenced by the surface 
modification by Bi atoms. For example, the black curve shifts to lower B.E. when Bi 
atoms get incorporated and react with As atoms forming Bi-As bonds, and later on 
the purple curve shifts to higher B.E. when more Bi atoms are deposited, forming 
metallic Bi with Bi-Bi bonds. This is due to the change of the chemical environment 

 
Figure 5.6 XPS Ga 3d core level spectra on GaAs(111)B: (a) The comparison of before and after H* 
cleaning. This is an example of the successful removal of Ga oxides. (b) Chemical shifts have been 
observed for Ga 3d during surface treatment with Bi atoms. This figure is adapted from the 
supplementary information of Paper II. Photon energy is 120 eV for all XPS spectra.        
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of the Ga atoms, or the change of the ratio between different components (like the 
surface and bulk components). For more details one can refer to Paper II. 

XPS decomposition and curve fitting of Ga 3d is shown in Fig. 5.7. Pink and blue 
curves present the doublets of Ga 3d3/2 and Ga 3d5/2 peaks from the GaAs bulk and 
GaAs surface, respectively, which has a difference of 0.45 eV in B.E. due to a surface 
reconstruction consisting of mainly As atoms, which influences the bonding 
environment even of the Ga atoms. All XPS fittings in this thesis are processed with 
the IGOR Pro software. 

The situation is similar for As 3d, where core electrons from As-O and As-Ga are of 
different B.E. (Fig. 5.8a), and a small chemical shift also exists for As 3d under 
different surface treatment with Bi atoms (Fig. 5.8b). Component fitting for As 3d is 
not shown here, nevertheless, the As 3d3/2 and As 3d5/2 peaks are marked in the 
spectra. The surface component of As 3d should however have a lower B.E. compared 
to the bulk component.  

Analyzing the chemical states of Ga and As is a very helpful way in determining 
surface cleanliness (existence or absence of oxides residuals), and the formation of new 
chemical bonds with Ga or As atoms. 

 
 
 

 
Figure 5.7 XPS Ga 3d core level spectrum on an oxide free GaAs(111)B surface, the component 
decomposition and curve fitting of the spectra are indicated as pink (bulk Ga-As) and blue (surface 
Ga-As). 3/2 and 5/2 are the total angular momentum numbers for the corresponding XPS peak. 
Photon energy is 120 eV for all XPS spectra. Fitting parameters are shown in the table.     
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5.4.2 XPS of Bi 

Investigating the bonding configuration and chemical state of Bi atoms on III-V 
surfaces is one of the main tasks in my research. For example, Paper II and Paper III 
have a major focus on it, with the analysis of Bi 4f or Bi 5d core level electrons. The 
B.E. of Bi atoms will vary slightly depending on their bonding partners. In my study, 
I mostly focus on possible III-Bi, V-Bi, and metallic Bi-Bi bonds, and sometimes 
there exists more than one type of Bi compounds on the surface.  

In the Bi 5d core level spectrum shown in Fig. 5.9, three components can be seen. 
Bi-Bi bonds come from the metallic Bi and Bi-As bonds are formed after Bi 
deposition onto GaAs(111)B substrates. There is around 0.7 eV difference in the B.E. 
of the electrons from these two bonds. The component Bi-As interf. indicates the 
special chemical states of the Bi atoms at the interfaces between the substrate and 
metallic Bi layer. Fitting specifications are shown in the table on the right of Fig. 5.9.  

The XPS spectrum of Bi 5d shown here is one of a set of XPS measurements 
obtained during the Bi deposition and other subsequent treatment on a GaAs(111)B 
surface, and a nicely ordered honeycomb structure is formed in this process. More 

 
Figure 5.8 XPS As 3d core level spectra on GaAs(111)B: (a) The comparison of before and after H* 
cleaning. (b) Chemical shifts have been observed for As 3d during surface treatment with Bi atoms. 
This figure is adapted from the supplementary information of Paper II. Photon energy is 120 eV for 
all XPS spectra.       
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STM images of the honeycomb structure can be found In Fig. 3.4 and Fig. 3.10. For 
the full set of XPS spectra and more detailed discussion, I refer to Chapter 6.    

5.4.3 Valence band 

Strictly speaking, the electronic valence band structure is not directly determined by 
any specific elements, but a result of the overall bonding environment and surface 
conditions. By examining the valence band structure, one can obtain important 
information about how the surface conductivity and surface band gap vary during 
different surface treatments. This is realized by monitoring the photoelectron density 
near the Fermi level in XPS spectra, an important criterium is the B.E. at which we 
can see the onset of the XPS signal, as this energy marks the valence band edge and its 
distance to the Fermi level, which is located at 0 eV B.E.. An XPS spectrum of the 
valence band region of the GaAs(111)B surface is shown in Fig. 5.10. Bi deposition 
and other surface treatment steps are shown in the legend. We can see that after step 
“Bi_RT_2” the valence band intensity slightly decreases but the valence band covers 
the entire energy region from 0 to at least 3 eV B.E., indicating a metallic surface. On 
the other hand, after step “Anneal_2”, the valence band edge shifts to higher B.E. and 
the XPS curve almost follows the same trace as for the clean GaAs(111)B surface, 
showing an offset between the valence band edge and the Fermi level. By this, we can 
conclude that the metallic surface states mostly come from metallic Bi, instead of 

 
Figure 5.9 Bi 5d core level XPS spectra of GaAs(111)B surface after Bi deposition, including the 
component decomposition and curve fitting of the spectra.  Fitting parameters are shown in the 
table on the right ride. Photon energy is 120 eV.       
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incorporated Bi atoms which bond to As. For a more detailed explanation, I again 
refer to Chapter 6 as well as paper II. 

5.5 Scanning Photoelectron Microscopy 

XPS shows the average photoelectron intensity from the surface area illuminated by 
the incident X-rays. If one wants to add spatial resolution to XPS studies, one has to 
make the spot size small and add functionality for scanning the sample, then a 2D 
photoelectron image can be obtained with the probe of X-rays. Usually this is 
achieved by a special sample stage which is able to scan the sample in a 2D plane and 
in a controllable manner. Such a technique is called Scanning Photoelectron 
Microscopy (SPEM), which has been demonstrated to be a cutting-edge X-ray 
technique142,143.  

The small beam size and high lateral resolution (down to a few tens of nm) in 
SPEM is especially helpful when studying nanostructures if one would like to 
distinguish between individual NWs, image along NW heterostructures, or just want 
to have signal from the NW and not from the substrate. Moreover, high photon flux 
is necessary in order to gain enough photoelectron intensity. So far, SPEM can only 
be found in synchrotrons due to its specific requirement on X-ray intensity and 
brilliance. SPEM offers spatial resolution at the hundred nm scale together with as 

  
Figure 5.10 Valence band region in XPS spectrum on GaAs(111)B surface upon different Bi 
deposition and surface treatments. Figure adapted from the supplementary information of Paper II.      
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high energy resolution, this means that one can take maps sensitive to a specific 
element. 

The SPEM setup at the ESCAmicroscopy beamline of the Elettra synchrotron144, 
which was used in my work for the NW studies of paper I, has a beam spot down to 
120 nm. To better navigate to the target NWs, we usually utilize a chip with metal 
markers (Fig. 5.11a), and deposit mechanically transferred NWs on it. With pre-
recorded SEM images (Fig. 5.11b) as navigation, NWs can be found rather 
efficiently. A 2D SPEM image of the deposited NWs is shown in Fig. 5.11c. By 
comparing the position of the marked NW1- NW4, the distribution of NWs matches 
well between the SPEM image and the SEM image. We can easily move to the next 
targeted NW to investigate.  

With the superior small spot size, SPEM can be used to image one single NW (Fig. 
5.11). 2D SPEM maps of Bi 4f and Ga 3d core-levels are shown in Fig. 5.11c and 
5.11d, respectively. The color scale corresponds to the distribution of the Bi and Ga 
signal in 2D. In both images, the distribution of the Bi and Ga signal is in good 
agreement with the shape of the NW in the SEM image of Fig.5.12a.  

The SPEM image of Bi 4f indicates that the Bi atoms are rather evenly distributed 
over the entire NW, and that the Bi 4f signal comes almost completely from the NW 
instead of the Si substrate. One explanation is that the Bi atoms that have been 
evaporated onto the Si substrate simultaneously have desorbed again. For the SPEM 
image of Ga 3d, the intensity seems to be a bit stronger on the top part of the NW. 

 

 Figure 5.11 (a) The pattern of a chip with metal markers which are designed for navigating between 
individual NWs. (b) SEM map, stitched together from 3 SEM images of NWs lying near the C5-γ6 
region as marked in (a). (c) A 2D SPEM image of the deposited NWs in the same area as (b). NWs 
are marked with rectangles. The marker “C5” can be recognized at the bottom of the SPEM image. 
Photon energy is 650 eV and kinetic energy is set to be 630 eV.        
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This can be due to the slightly larger diameter of the NW at the top (closer to the Au 
particle). 

 
 

 
Figure 5.12 X-ray photoelectron spectroscopy (XPS) study of a single NW. (a) shows an SEM image 
of a typical GaAs NW. (b) presents XPS Bi 4f core level spectra before and after Bi incorporation, 
measured in the middle of the same NW as shown in a. (c) and (d) show 2D SPEM images of the 
same NW studied in (a) and (b), illustrating the distribution of (c) Bi 4f and (d) Ga 3d signals. 
Photon energy is 650eV for (b-d). Figure adapted from the supplementary information of Paper I. 

 



63 
 

6 Nanostructure surface modification  

This chapter mainly deals with the modification of nanostructure surfaces on III-V 
semiconductors that is involved in my study. From now on, we need to switch the 
thinking from ideal, perfect crystal surfaces to non-perfect (or more realistic) surfaces 
that are observed in experiments. Real crystal facets contain many interesting features, 
such as atomic steps, defects, surface reconstructions, and incorporation of foreign 
atom species. The versatile possibilities make surface modification very complex, but 
very interesting as well. 

Just like how my experiment usually starts, this chapter starts with the removal of 
native oxides from III-V semiconductor surfaces (section 6.1). Later on, surface 
modifications without foreign species will be introduced (section 6.2), where atomic 
rearrangements on the surface are the result of surface energy minimization. Lastly, 
the surface incorporation of foreign species (Bi atoms) will be discussed (section 6.3), 
with a focus on different crystal planes of GaAs. Crystal facets on both GaAs wafers 
and GaAs NWs will be discussed. Novel and ordered surface nanostructures found in 
the GaAs:Bi system will be presented. The mechanisms of nanostructure 
modifications will be discussed as well.    

6.1 Removal of native oxides 

Native oxides are formed on the surface of III-V semiconductors when these are 
exposed to ambient air. The oxides consist of both group III- and V-oxides, resulting 
in an amorphous oxide layer. Nearly all my experiments start with native oxides 
removal, so that the clean surfaces of III-V semiconductors and the formation and 
modification of nanostructures on these surfaces can be investigated at the atomic 
scale. 

Among several options for surface oxides removal, such as wet chemistry 
treatments145 (e.g. HF etching), ion sputtering146-148, and H-plasma or atomic 
hydrogen146,149,150, the atomic hydrogen treatment is the most suitable method in my 
study and has been used in all my papers listed in this thesis. Atomic hydrogen 
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treatment is preferred because it includes a mild, but efficient cleaning process and 
causes least surface defects on III-V substrate (e.g. GaAs)19,21,43. Other methods, such 
as ion sputtering, are more often applied on metals or when a thick oxide layer needs 
to be removed, and usually a following thermal annealing is necessary in order to 
decrease the surface roughness and the number of defects which, however, does not 
work well for III-V surfaces. For oxides removal on III-V semiconductors, simple 
annealing of the sample does not work, because this would require temperatures 
which are above the thermal dissociation of III-V alloys. 

 
Figure 6.1 LT-STM images of an oxide-free GaAs(111)B substrate, after cleaning with atomic 
hydrogen. (a) Overview STM image. (b) zooms into the rectangular area marked with white dashed 
lines in (a). The green arrows show that the terrace edges are along <110> directions. The height 
profile crossing a terrace edge is shown in (c), marked as the white dashed line in (b). (d) shows the 
irregular atomic pattern on the GaAs(111)B substrate at around 10K. (e) presents the height profile 
along the black dashed line marked in (d). Figure adapted from the supplementary information of 
Paper II.   
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Surface native oxides removal by atomic hydrogen treatment is done in UHV 
environment by annealing the substrate under a flux of atomic hydrogen (chamber 
pressure at around 2 × 10−6 mbar). Atomic hydrogen (also known as hydrogen 
radicals) is produced through thermal cracking of hydrogen molecules by a tungsten 
filament heated to ca. 1700 °C. The hydrogen radicals are extremely reactive with the 
native oxides on the surface, resulting in volatile products which can desorb at lower 
temperature149. The interaction between the sample and the hydrogen is limited to 
the sample surface because the hydrogen radicals have a very low K.E. The oxides 
removal efficiency is influenced by the temperature of the hydrogen cracker, usually 
longer processing time is needed if the hydrogen cracker is at lower temperature (due 
to the lower cracking efficiency).  

Normally, the annealing temperature upon atomic hydrogen treatment is ca. 
500 °C for GaAs and ca. 400 °C for InAs. After cleaning, it is suggested to keep the 
sample at high temperature for a few minutes to desorb any redundant hydrogen and 
surface contaminates. Conventionally, we often describe the cleaning process as 
“hydrogen cleaning” process. Concluded from experimental results, it takes at least 
40 mins until the native oxide on GaAs substrate is completely removed, with the 
condition that the sample is about 20 cm away from the hydrogen flux source. While 
for InAs substrate, the oxide is easier to be removed and it usually takes around 
30 mins. 

LT-STM (at ca. 10K) images of an oxide-free GaAs(111)B substrate after cleaning 
with atomic hydrogen, exposing the As-terminated surface, are shown in Fig. 6.1. The 
terrace edges, as indicated in Fig. 6.1b by green arrows, follow <110> directions, since 
natural cleavage planes of Zincblende crystals are {110} planes. These edges and the 
resulting triangular-like shaped terraces are strong indications that the surface is clean 
(or oxide-free). Most of the terrace edges are one atomic monolayer high, a height 
profile is shown in Fig. 6.1c, presenting terraces with monolayer height of around 
326 pm. Note that one monolayer contains a layer of Ga atoms and a layer of As 
atoms. Similar to the LT-STM image of InAs(111)B in Fig. 3.9c, the GaAs(111)B 
surface also presents atomic-scale irregular patterns (a corresponding STM image is 
shown in Fig. 6.1d) due to a 2DEG on the surface at low temperature.  

XPS is very useful for verifying the absence of oxides and other surface 
contamination and it is very often utilized in my experiments. More information 
about XPS can be found in Chapter 5. 
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6.2 Ideal surfaces vs. defects and reconstructions 

In Chapter 2 we have discussed different types of crystal planes which have ideally 
ordered atomic patterns. However, crystal surfaces are usually non-perfect. Atomic 
defects, vacancies, adatoms, and even reconstructions can often be observed on crystal 
surfaces. 

Cleaving a bulk crystal in vacuum along certain orientation can generate a flat 
crystal plane surface, this approach also ensures that no contaminants from the 
atmosphere will be introduced. However, most often the crystal cleaves along the 
energetically preferred cleavage planes, such as the non-polar {110} planes, while 
surfaces in other crystal plane orientations tend to undergo surface reconstructions.  

Commercial III-V semiconductor wafers are usually formed by the Czochralski 
method followed by several steps of polishing processes. In this way, an atomically flat 
crystalline surface can be produced, known as “epi-ready” surface. Nevertheless, the 
native oxides cannot be avoided due to the exposure to the ambient. After oxides 
removal, the surface roughness is usually at a scale of a few nanometers, where the 
varying topography mostly comes from terrace steps at monolayer height. For 
example, the unreconstructed (1×1) InAs(111) surface at atomic scale is presented in 
Fig. 6.2. The terrace edges are along <110> directions. The small defects in triangular 
shape, which consist of only a few missing atoms, follow the same orientation as the 
terrace edges.  

However, due to the broken chemical bonds on a surface, the crystal atomic 
structure on the surface is usually less stable than that in bulk form due to the higher 
surface energy. The surface energy can be understood as positively correlated to the 
density of dangling bonds (broken bonds) on the surface, i.e., more closely packed 
surfaces which have fewer dangling bonds tend to have lower surface energies. To 
lower down the surface energy, atoms on surfaces often undergo certain surface 
rearrangements, such as relaxation, surface reconstruction, segregation, and 
adsorption of foreign species (if available) onto the surface. The new surface 
arrangements can either happen instantaneously (in a self-driven fashion), or when 

 

 
Figure 6.2 STM image of an oxide-free InAs(111)B substrate at room temperature. Each single dot in 
this filled state image depicts one As atom. The non-reconstructed surface shows the ordered (111) 
plane, with a distance of 4.5 Å between two nearest As atoms. Image courtesy of Sandra Benter.   
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the surface receives the activation energy necessary for a rearrangement, e.g. through 
thermal annealing. 

Often the rearrangement of surface atoms ends up in a new equilibrium state with 
another type of periodic pattern on the surface, known as surface reconstruction. For 
the definition of the Woods Notation for naming surface reconstructions I refer 
readers to reference151. Some well-known examples of surface reconstructions are the 
Si(111)-(7×7) dimer-adatom-stacking fault reconstruction152,153 and the herringbone 
structure on the Au(111) surface154. For GaAs, a (2x2) surface reconstruction has 
often been observed on GaAs(111)A155 and GaAs(111)B156, with either a Ga-vacancy 
structure or As trimers adsorbed on the outmost As layer, respectively. The non-polar 
GaAs Zb {110} (or Wz {1120}) surface, which is parallel to the natural cleavage 
plane, usually presents an unreconstructed surface, even though this surface undergoes 
relaxation of the outermost atoms. Finally, for GaAs(001), (2×4) or c(2×8) 
reconstructions on the As-rich surface157 are two of the most often observed surface 
reconstructions. More examples of surface reconstructions can be found in 
reference151. 

Still, more complex (or unexpected) surface reconstructions can happen. In my 
study, some ringlike patterns with a diameter of around 1 nm (Fig. 6.3) were 
observed by STM on a GaAs(111)B surface after a few hours of thermal annealing 
followed by hydrogen cleaning. These atomic rings are likely to be the √19×√19 
R23.4° (“R” means rotation) reconstruction which has been observed on a Ga-rich 
GaAs(111)B surface. The atomic model and more information about this type of 
reconstruction can be found in references 158,159. 

All the surface morphologies we discuss in this section do not consider the case of 
surface physisorption, i.e. atoms with only weak bonds (such as Van der Waals) to the 

 
Figure 6.3 STM images of ringlike nanostructures on GaAs(111)B. (a) overview and (b) zoomed-in 
atomic-scale STM images. (c) A height profile along the white dashed line shown in (b). For (a) VT = 
-6 V, IT = 50 pA, (b) VT = -5.5 V, IT = 100 pA  
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surface. Instead, we are more interested in atoms that form chemical (covalent, 
metallic, ionic) bonds with the surface atoms. This kind of surface chemisorption is 
more stable and usually is a more important factor in altering surface band structure 
and the electronic properties. To distinguish physisorbed atoms from chemisorbed 
atoms that have formed chemical bonds to atoms in the substrate, the XPS technique 
is often adopted.  

6.3 Bi incorporation in III-V surfaces 

Bi incorporation in III-V surfaces is an important part of my PhD study, including 
the modification of Bi-induced nanostructures, the determination of chemical 
bonding configurations between Bi and conventional III-V materials (including Al, 
Ga, and In as group-III and P, As, and Sb as group-V elements), and the electronic 
properties of surfaces in the III-V:Bi material. In this section, I aim to summarize a 
few key results of my studies on GaAs:Bi surfaces. In the end, some related studies of 
InAs:Bi that I have been involved in will be shortly discussed. 

6.3.1 Introduction 

Bi-containing III-V semiconductor compounds have gained a lot of attention recently 
because of their exceptional electronic properties, for example, the strong spin-orbit 
coupling34,36 and predicted non-trivial topological behavior38. Band inversion is also 
predicted for III-V:Bi materials, however, only for high Bi content39. All these novel 
properties can be used in many applications, such as bandgap engineering35,37 and 
quantum information technology. For now, the main challenge lies in the synthesis 
process and well-controlled growth160 due to the high lattice mismatch between III-V 
and III-Bi materials.  

Instead of heavily doping Bi into III-V material during growth, an alternative way 
is to deposit Bi on the clean III-V semiconductor surface. So far, most of the reported 
Bi deposited III-V semiconductors surfaces have overlayers of pure Bi161, or Bi-
terminated reconstructions, for example, on InAs162,163 and GaAs164-169. Nevertheless, 
these Bi-induced surface structures have not yet shown the clear novel electronic 
properties mentioned above. Moreover, the Bi-terminated reconstructions are often 
not largely ordered structures, but only limited to local areas. The mechanism of how 
Bi atoms interact with a III-As surface is very interesting to me, this includes how the 
topography changes, and which chemical reactions occur when depositing Bi on the 
surface, as well as how to achieve high Bi content on the surface of III-V:Bi materials. 
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The chemical interaction between Bi atoms and III-V surfaces has been 
investigated as well. Bi atoms are found to be able to form chemical bonds with either 
group-III or group-V atoms, or both at the same time, as for example observed by 
McGinley et al. for the Ga-terminated (111)A168 and the As-terminated (111)B170 
surfaces. Among these bonding configurations, Ga-Bi is probably the most interesting 
bond, since GaBi has been predicted to show band inversion and topological 
behavior39,40. However, GaBi has been considered as thermodynamically 
unstable35,171,172.  

In section 6.3.2, I will show the obtained stable, large-scale well-ordered GaAs:Bi 
structure involving the unique Bi-introduced electronic states on GaAs(111)B, and 
later in section 6.3.3, I will present the observed GaBi islands on the {1120} surfaces 
of wurtzite GaAs. 

6.3.2 Bi incorporation in GaAs(111)B surfaces 

Depositing Bi on the polar GaAs(111)B surface does not necessarily result in a nicely 
ordered surface. For example, when depositing at room temperature, only metallic Bi 

 
Figure 6.4 Honeycomb structure upon Bi deposition on GaAs(111)B at 250°C (a) Overview STM 
image and (b) atomically-resolved STM image of the honeycomb structure. (c) Fast Fourier 
transform (FFT) image of image (b). (d) and (e) Height profiles of line scans across the honeycomb 
structure as indicated in (b) by white lines. in (b). Adapted from paper II.              
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clusters will be resulting. In my experiments, the as-cleaned GaAs(111)B substrate is 
heated up to 250°C during Bi deposition, and the Bi coverage is controlled to be less 
than one monolayer.  

The resulting full layer of uniform honeycomb-like networks is shown in Fig. 6.4. 
In the overview STM image (Fig. 6.4a), we can still see some Bi clusters or oxide 
residuals, or even big defects (marked with green arrows and circles), nevertheless, the 
ordered honeycomb network is extending to a full monolayer. In the atomically 
resolved STM images of the honeycomb structure (6.4b), we clearly see the six-fold 

 
Figure 6.5 (a) Overview XPS spectra of Bi 5d core level along the sample processing timeline. (b)-(f) 
Component decomposition and curve fitting of the spectra shown in (a). Photon energy is 120 eV 
for all spectra. Figure adapted from Paper II.        
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symmetry of the honeycomb structure which is also confirmed by fast Fourier 
transformation (FFT) patterns (Fig. 6.4c). The height profiles in Fig. 6.4d and 6.4e 
also demonstrate that it is a homogenous flat structure with a surface corrugation of 
less than 30 pm.  

The chemical configurations of Bi atoms have been investigated by a 
comprehensive XPS study with a series of Bi deposition and surface treatments steps. 
Fig. 6.5 shows Bi 5d spectra along the sample processing timeline. Among all steps, 
“Bi incorp.” refers to the optimized Bi incorporation process for my experiments: Bi 
atoms are deposited onto clean GaAs(111)B at a temperature of 250°C, followed by 
10 minutes annealing to 400°C. “Bi_RT_1/2” refers to Bi deposition on the sample 
surface at room temperature, with different amount. Finally, two subsequent thermal 
annealing steps at 250°C and 400°C are referred to as “Anneal_1” and “Anneal_2”. 
We can see that for most XPS Bi 5d spectra, photoelectrons from more than one 
component are involved. More specifically, Bi-As is the main and only component 
after Bi incorporation, it remains on the surface through all steps. In contrast, the Bi-
Bi component only shows up after Bi deposition at room temperature and vanishes 
fast upon thermal annealing. This is valuable evidence in supporting our idea that the 
Bi-induced honeycomb structure consists of incorporated Bi atoms bonded with 
surface As atoms, instead of pure metallic Bi atoms.  

Together with DFT calculations (performed by the group of Olle Eirksson at 
Uppsala University), an atomic model of the Bi-induced honeycomb structure on 
GaAs(111)B is established (Fig. 6.6), which presents the most energetically favored 
position for Bi incorporation. In this model, Bi atoms are located on top of the As 

 
Figure 6.6 Atomic model of the honeycomb structure upon Bi deposition on GaAs(111)B. Figure 
adapted from Paper II.            
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sites, forming Bi-As bonds, and there is a vacancy of one Bi atom in the middle of a 
honeycomb structure. Since the model is in top view, we can see both top and second 
layer of Ga atoms. 

The Bi-induced surface states have been shown in Fig. 4.4. More information on 
the study of Bi incorporation on GaAs(111)B can be found in Paper II. 

6.3.3 Bi incorporation on surfaces of GaAs NWs 

Bi incorporation has also been investigated on the side facets of crystal phase 
engineered III-V semiconductor NWs61, after mechanical transfer of the NWs from 
the growth sample onto a suitable substrate19. Importantly, the various surface facets 
of both Zb and Wz crystal phase21,22,43,61 of III-V semiconductor NWs offer an extra 
degree of freedom for surface-related growth phenomena. Furthermore, here they act 
as templates for site-selected overgrowth. 

STM images which reveal the group-V atoms in the topmost surface layer after Bi 
incorporation are shown in Fig. 6.7. In both Zb {110}- and Wz{1120}-type surface 

 
Figure 6.7 Bi incorporates into the surface layer of GaAs NWs. (a) and (d) show STM images of the 
Zb {110}-type surface and of the {1120}-type surface. (b) and (e) illustrate the GaAs 3D crystal 
structure for (b) Zb and (e) Wz phase. (c) and (f) show 2D models corresponding to the surfaces 
seen in (a) and (d). The red and blue areas represent the top terrace and the second atomic layer, 
respectively, of the NW surface, separated by surface steps. Figure adapted from paper I.    
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(Fig. 6.7a and b), Bi atoms are found to be incorporated into As sites by a Bi-for-As 
exchange reaction, forming a protrusion of about 40 - 50 pm. In this way, local Ga-Bi 
bonds are obtained.  

However, the distribution of Bi atoms on Zb {110}- and {1120}-type surfaces is 
very different. On the Zb {110} facet, Bi atoms are randomly distributed, while small 
1D chains or 2D islands of local GaBi structures consisting of a few tens of atoms are 
found on the Wz{1120} facet.  

In the study of how Bi atoms incorporate into the GaAs surfaces, we found out 
that it appears to be favorable for the incorporated Bi atoms to be positioned next to 
each other in the nearest neighbor sites on the Wz {1120} facet, and there are a few 
crystal orientations along which Bi atoms tend to diffuse faster than along other 
orientations. For analysing the geometries and locations of these 1D chains and 2D 
islands of GaBi, it is illustrated that the self-selected diffusion paths and incorporation 
sites for Bi atoms are determined by the surface energy and the next nearest neighbor 
geometry. On the facets on GaAs NWs, a high density of step edges facing [0001]A/B 
directions is found essential to trigger the controlled Bi incorporation.  

Thus, by carefully tailoring Wz/Zb heterostructure NWs, unique 2D and 1D 
nanostructures of pure GaBi, which are fully confined to one atomic layer, can be 
achieved, growing self-selectively on the NW {1120} facets. The crystal phase and 
surface step engineering of NW facets is inspiring for realization of well positioned 
nanostructures and QDs down to atomic scale. 

For now, the mostly used method for yielding nanostructures in industry is by 
complex processing recipes using lithography and etching steps80. However, the lateral 
positioning is limited by the spatial resolution of the lithographic processes. Atom 
manipulation is another mean to achieve artificial nanostructures, where individual 
atoms are placed or re-positioned on a clean semiconductor surface using an STM 
probe tip. In this way, nanostructures with full control over the spatial position can 
be realized, e.g. single atom transistors based on P doping atoms in Si have been 
demonstrated173,174, and QDs formed of chains of In atoms on an InAs surface have 
been studied175. While these approaches give fascinating insight into quantum 
processes, they are not suitable for large-scale industrial device processing, and 
demanding to implement even for scientific purposes. These two approaches are out 
of the scope of this thesis, thus, interested readers are suggested to read the mentioned 
references above.  

Here, the self-selective formation of surface nanostructures offers an alternative 
approach down to the atomic level. More information on the study of Bi 
incorporation on GaAs NWs can be found in Paper I. 
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6.3.4 Bi incorporation on InAs 

The approach of studying Bi incorporation in InAs surfaces is similar to that on 
GaAs. We investigated the incorporation mechanism of Bi adatoms into different 
types of InAs surfaces, such as bulk Zb InAs with a {110} surface and nanoplatelets 
with a Wz {1120} facet. A dependency for the formation of As-Bi and In-Bi bonds 
on sample temperature and crystal facet was found. The bond formation on the Zb 
and Wz facets was similar for deposition at elevated temperatures, but showed distinct 
differences when the sample was left at room temperature. We found that the InAs 
Wz {1120} surface supports the formation of a well-defined metal-semiconductor 
interface layer, in contrast to Zb (110) substrates.  

Although I was strongly involved in the work, the study of Bi incorporation in 
InAs is not the main focus of this thesis. Thus, interested readers are welcome to find 
more details about this topic in Paper III. 
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7 Conclusion and outlook  

The work presented in this dissertation is devoted to formation and modification of 
nanostructures to the atomic scale on III-V semiconductor surfaces. It focuses on the 
surface characterization of III-V surfaces upon Bi incorporation with the techniques 
of STM/S and XPS. The studies can be concluded in three categories: 
characterization of Bi surface incorporation, controlled formation of Bi-induced 
nanostructures, and their potential applications.   

Characterization of Bi surface incorporation. Studies have been performed on 
various III-V nanowire and substrate surfaces, especially GaAs and InAs. Atomically 
resolved STM images, as shown in Paper II, demonstrate a Bi-induced 2D 
honeycomb structure on GaAs(111)B for the first time, illustrating a stable, well-
ordered Bi-terminated semiconductor surface with Bi-induced states within the GaAs 
bandgap. This result is a successful example for Bi-induced low-dimensional 
structures with new electronic states in III-V semiconductor systems. Upon the more 
challenging task of STM imaging on Bi-incorporated NWs, discussed in Paper I, high 
resolution STM images have been successfully obtained on the unique facets on GaAs 
NW side walls, showing the first proof of Ga-Bi bonds with Bi in group-V lattice 
sites. The different nanostructures of GaBi on the various facets of NWs are also 
discovered by STM. 

Paper III focuses on the chemical analysis of InAs:Bi surfaces under different 
process conditions. The XPS and STM study of temperature-controlled Bi 
incorporation on the Wz {1120} surface of 2D InAs nanoplates shows that Bi 
substitutional integration happens on the surface followed by a Bi metal layer 
formation. Both As-Bi and In-Bi bond configurations have been observed by XPS, 
however, highly depending on the sample preparation process and material crystal 
phase. The results also show the versatility of the Bi incorporation approach of surface 
modification on several III-V surfaces and compounds.  

Controlled formation of Bi-induced nanostructures. A new path has been 
explored in utilizing the unique facets of NW (and nanoplatelet) side walls as 
template for the synthesis of exotic materials in a site-selective incorporation fashion. 
By this approach, local 1D GaBi chains and 2D GaBi islands have been observed after 
Bi incorporation on Wz {1120} facets of GaAs NWs (Paper I). Position-controlled 
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growth of few atoms small nanostructures has been realized. This leads to several 
interesting ideas: One can try to increase the GaBi coverage on wurtzite segments 
higher, even to a complete monolayer; The same approach can be investigated for Wz 
segments of various width (thus using the template for determining the width of 2D 
GaBi structures); Finally, radial overgrowth of the 2D GaBi structures on GaAs NWs 
is desired in order to embed the GaBi nanostructures. 

In my studies, the mechanism of self-selective formation on Wz segments has been 
further investigated, and it proves that the terrace edges facing [0001] play an 
important role in triggering Bi incorporation. This study also illustrates a promising 
approach towards yielding exotic electronic phases of matter by utilizing the 
tunability of the tailored NW-based templates. This nanostructured growth template 
strategy can be applied to the formation of a range of monolayer thin nanostructures 
of exotic materials with variable width and atomically sharp borders at atomic-scale 
precision. The study in Paper III also illustrates that the 2D InAs platelets with their 
highly perfect morphology and particular crystal structure are well suited to control 
the interface with Bi for future use in quantum technology components. 

The large-scale 2D Bi honeycomb structure on GaAs(111)B has a similar 
honeycomb structure as bismuthene, but with a larger lattice constant. More 
importantly, on the GaAs(111)B surface, every Bi atom has a covalent bond to an As 
atom underneath (in contrast to the bismuthene structure with a planar bonding 
geometry), but still, the observed honeycomb structure is a large-scale, fully 2D 
nanostructure/ heterostructure. Based on STS results and DFT simulations, the 
ordered Bi-induced 2D layer with a high Bi content of up to 67% surface coverage, 
covalently bonded to the GaAs substrate, is a great step towards realizing III-V 
semiconductor heterostructures with high Bi content that make use of the large spin-
orbit coupling of Bi for enabling novel electronic properties. 

Potential applications have been explored. For example, local alternation of the 
GaAs band gap has been observed through Bi surface incorporation, inducing a 
GaAs:Bi honeycomb structure (as shown in Paper II), and through a combination of 
strain and alloying with InAs in the case of laterally grown InxGa1-xAs NWs (see Paper 
IV). Since GaAs is well-known and used for semiconductor electronics, the Bi-
induced bandgap decrease shows potential of being used in surface bandgap 
engineering. The changing Ga/In ratio in III-As NWs also gives an insight into how 
controlled band gap engineering can be realized in a single NW device. Moreover, the 
controlled, local formation of GaBi nanostructures, such as shown in Paper I, is 
highly promising for application in quantum information, making it an important 
step towards Bi-based III-V nanostructures with novel topologic and electronic 
properties. 
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In this fascinating field, more efforts should be put in several promising research 
directions. First, Bi deposition and alloying with different III-V compounds can be 
investigated with a similar approach. This can include Bi incorporation in III-Sb 
surfaces, since it should even be easier to integrate Bi with antimonides as compared 
to arsenides due to the larger size of Sb, which results in less lattice offset between 
antimonides and bismides as compared to GaAs/GaBi. Also, Sb has a relatively large 
spin-orbit splitting as well. Second, more tailored and sophisticated nanostructure 
templates can be made for site-selective Bi incorporation, aiming for higher Bi 
coverage, the desired GaBi nanostructures, or heterostructures with areas of different 
Bi incorporation. Third, overgrowth of GaBi or other Bi-containing surface structures 
would be a next challenge, on the way to creating III-V:Bi-based devices. Bi 
incorporated NW/nanostructure-based devices can be manufactured and electrically 
measured at low temperature in the combined STM/device measurement system for 
exploring further applications. Finally, non-trivial topological behavior on the surface 
of the III-V:Bi material can be studied in a more comprehensive way with 
complementary techniques, such as by simulations based on DFT, or by angle 
resolved photoemission spectroscopy (ARPES) to monitor the band structure of the 
Bi-induced surface. 
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