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Emission tomography of flame radicals
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We describe a simple experimental arrangement for emission tomographic measurements of radicals in flames.
Experimental determinations of two-dimensional spatially resolved distributions of excited-state CH in atmospher-
ic-pressure flames are presented. Calibration of the distributions to absolute number densities is performed with a
Rayleigh scattering technique. Methods for simultaneous recording of two to six emission projections and recon-
struction from very few (two or three) projections are experimentally investigated. The potential of emission
tomography with high temporal resolution for monitoring, e.g., explosions or turbulent flames, is discussed.

Spatially resolved measurements of combustion pa-
rameters are of great importance in combustion stud-
ies.' However, many classical methods used in com-
bustion research are integrating (e.g., emission, ab-
sorption, and interferometry). By using tomographic
techniques, two- or three-dimensional distributions of
a parameter can be reconstructed from multiangular
integrated measurements of that parameter. In this
Letter an emission tomographic method for two-di-
mensional spatially resolved measurements of excited
flame radicals is presented.

Computer-assisted tomography is well established
for x-ray imaging in medicine and has applications in
many other fields.2 By using optical radiation, to-
mography permits the measurements of tempera-
ture,3'4 refractive index,5 and species concentration.6
Tomography based on emission measurements has ap-
plications in medicine (e.g., positron-emission tomog-
raphy 7 ) and for microwave imaging of the Sun.8 Opti-
cal emission tomography has been used in plasma
studies9 and for temperature determination in flames
from measurements of IR emission.10

We have performed tomographic reconstruction of
excited-state CH radicals (CH*) in flames from mea-
surements of their emission. Owing to the strong tem-
perature dependence of the reaction mechanisms in-
volved in the production of CH*,ll this radical is an
excellent flame-front indicator (see, e.g., Ref. 12).
This makes it suitable for monitoring the development
of explosions or turbulent combustion. Furthermore,
we describe a method to calibrate the reconstructed
distributions to excited-state CH number density that
may prove useful for improving models of CH flame
chemistry. Such quantitative measurements do not
require the tunable-laser source necessary for optical
absorption tomography measurements, which yield
the ground-state number density.

Since many flames exhibit a fast time dependence,
simultaneous recording of the multiangular projec-
tions for optical tomography is desirable. Much of the
previous flame tomography work3-6"0 examined
steady-state flames by using sequentially recorded
projections. Exceptions of this are a 10-kHz laser-
absorption system for six projection angles'3 and two
complex holographic arrangements for the simulta-

neous recording of 16-36 interferograms.1 4 However,
in Ref. 14 the projections were not recorded electroni-
cally, making further data processing inconvenient.
Since electronic detection requires expensive equip-
ment we have developed a simple technique to multi-
plex two to three emission projections on a single diode
array.

A steady-state flame may be examined with sequen-
tial recording of the projections by rotating the flame.
Figure 1 (a) shows the experimental arrangement.
The flame is imaged with a 300-mm focal-length lens
on a horizontal intensified diode array (EG&G Model
OMAIII) through an aperture and an interference fil-
ter. The 436-nm (50-nm FWHM) interference filter
is angle tuned to the 431-nm A 2A-X 2fl CH transition.
The contribution of the weak (2, 0) A 3 II-X 311 C2
transition around 438 nm is negligible for most flame
types. Furthermore, C2* is also restricted to the
flame-front region. The long distance between the
flame and the lens (1000 mm) in combination with
moderate aperture diameters permits the use of a par-
allel-beam geometry for the tomographic reconstruc-
tion. The diameter of the aperture determines the
depth of focus and thus the lateral resolution. Thus
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Fig. 1. Experimental arrangement for (a) sequential re-
cording of projections and (b) simultaneous recording of
three projections with an optical multichannel analyzer
(OMA).
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Fig. 2. Tomographic reconstruction of the CH emission of
a premixed methane-oxygen flame near the burner. Each
pixel is 120 ,um X 120 ,um. Eight sequentially recorded
projections were used.

the aperture is adjusted for maximum resolution while
a sufficient signal-to-noise ratio is still maintained in
the projections for reliable tomographic reconstruc-
tion. Normally the resolution is determined by geo-
metrical optics, but for small apertures diffraction ef-
fects become significant.'5 The lateral resolution was
measured experimentally by imaging a vertical glow-
ing 25-gm platinum wire on the diode array.16 The
vertical resolution is determined by a slit in front of
the diode array.

Figure 2 shows a 61 X 61 pixel tomographic recon-
struction of the CH emission from a lean premixed
atmospheric methane-oxygen 2.5 mm X 5 mm slot
flame. The tomographic reconstruction algorithm is
described below. Eight projections, equally spaced
over 180 deg, were sequentially recorded. The mea-
surements were performed -1 mm above the burner
head, and the diameter of the aperture was 7 mm.
Each pixel corresponds to 120 gm X 120 gm in the
flame. The vertical resolution is 370 gm. In order to
minimize the effect of small flame fluctuations, each
projection measurement was averaged for 10 sec.
With the calibration procedure described in the next
paragraph the average CH* number density along the
rim, i.e., along the intensity maximum of the flame
front, was determined to be -5 X 109 cm- 3 .

The detected light power P from the flame is related
to the CH* number density n by

P= CAhvV Q n,
47r

(1)

where C is a system calibration constant, including
filter transmission and detector efficiency; A is the
Einstein A coefficient [2 X 106 sec-' (Ref. 11)]; h is
Planck's constant; v is the transition frequency; V is
the pixel volume; and Q is the solid angle. We note
that, unlike fluorescence measurements of the ground-
state number density, measurements of excited-state
number density are not affected by quenching, and
quantitative results may be obtained. The unknown
constants in Eq. (1) were determined by using Ray-
leigh scattering.11"17 For these measurements an ex-
cimer-pumped dye laser was used to produce 16 mW of

vertically polarized light at 431 nm. The flame in Fig.
1 was replaced with a slow flow of nitrogen, and the
laser beam was transmitted horizontally through the
nitrogen. The scattered light was measured through a
polarizer. As the calibration measurements were per-
formed for the same experimental arrangement as the
emission measurements, the factors C and 2 in Eq. (1)
are determined. However, correction for the polari-
zer's absorption and the difference in integrated spec-
tral transmission of the interference filter for the
broad CH band and the laser light had to be per-
formed.

Simultaneous recording of projections was demon-
strated in measurements on a propane-air Bunsen
burner. Fluctuations in such a flame result in noisy
reconstructions when the projections are sequentially
recorded. Figure 1(b) shows the experimental ar-
rangement for the simultaneous recording of three
projections. The high spatial resolution of the diode
array (25 Am/diode) allows multiple images to be re-
cordet' on a single array with sufficient resolution.'8
The long distance (here 1320 mm) between the flame
and the lens ensured that the depth of -ocus for this
flame was sufficient for all three projections, although
an aperture as large as 36 mm was used. This was
verified with the glowing-wire method described
above. The two reflected projections were normalized
with respect to the center projection to correct for the
intensity loss in the mirrors. The setup of Fig. 1(b)
can easily be extended to simultaneous measurements
of six projections by using two more mirrors, a lens,
and another diode-array detector placed on the oppo-
site side of the flame.

Figure 3 shows the CH emission of a slot propane-
air Bunsen flame in the top of the premixed inner
cone, -25 mm above the burner. The 41 X 41 pixel
picture is reconstructed from three simultaneously re-
corded projections. Each pixel is 0.53 mm X 0.53 mm,
and the vertical resolution is 1.6 mm. The exposure
time was 16 msec, and the peak CH* number density is
-1 X 107 cm-3. This number density is a temporal
and spatial average of the fast fluctuations of the
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Fig. 3. Tomographic reconstruction of the CH emission of
a slot Bunsen flame -25 mm above the burner. Each pixel
is 0.53 mm X 0.53 mm. Three simultaneously recorded
projections were used.
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flame front. In Fig. 3 broadband soot and chemolu-
miniscence radiation, which are superimposed upon
the CH emission, have been subtracted. Since this
background radiation varies slowly with wavelength,
the subtraction is easily performed with an additional
measurement using the same experimental arrange-
ment with another filter near the CH emission wave-
length (here 410 nm). In the methane-oxygen flame
this background was negligible.

Reconstruction from few projections requires a
tomographic algorithm suited for the specific object to
be reconstructed. In this Letter a modified multipli-
cative algebraic reconstruction algorithm' 9 (MART) is
used. Simulations show that the modified MART
algorithm behaves similarly to the MENT procedure
of Minerbo.2 0 We have determined that the algo-
rithm behaves well for reconstructions of smooth ob-
jects from as few as two or three projections. Howev-
er, reconstruction of sharp edges, such as those in the
methane-oxygen flame, results in strong oscillations
on the rim if only two or three projections are used.
Simulations show that these oscillations are reduced
to a few percent of the average rim value with eight
projections. For smoothly varying objects, such as the
Bunsen flame, the reconstructions are highly stable
even with two or three projections.

Naturally reconstruction from so few projections
yields limited spatial resolution. The dependence of
the spatial resolution on the number of parallel rays
and projection angles is described in Ref. 19. Because
of the small number of projection angles used in this
study, high-frequency details may be lost, but the
overall shape is correctly determined.

The estimated accuracy in the CH* number-density
distributions presented in this Letter is -40%, princi-
pally because of errors in the calibration measure-
ment. Other significant errors are reconstruction er-
rors and noise in the reconstructed picture, which to-
gether yield a total error of 6-10% of the peak value.

The tomographic algorithm used here assumes neg-
ligible self-absorption. From absorption measure-
ments (see, e.g., Ref. 21) it is deduced that the CH self-
absorption is negligible in our flames. The same is
true for many flame radicals (CH, C2 , CN, etc.) in
common flames, although each measurement situa-
tion has to be examined individually. An exception is
OH, which frequently exhibits strong absorption.

In measurements using the arrangement of Fig. 1(b)
care has to be taken to avoid too large a difference in
angle between the three beams incident upon the in-
terference filter since this shifts the spectral transmis-
sion profile of the filter. In this experiment the differ-
ence in angle was -2 deg, which is negligible.

Because the signal-to-noise ratio in the emission
projections is good (-25 for the 16-msec Bunsen mea-
surement), high-temporal-resolution emission tomog-
raphy is possible. However, it is difficult to give a
general estimate of the achievable time resolution
since it depends on, e.g., the desired vertical and hori-
zontal resolution, the size of the flame, and the type of
fuel-oxidizer. For the propane-air flame we estimate
the minimum exposure time required to obtain reli-
able reconstructions using our experimental geometry
to be -10 msec. While a full image may be acquired in

this time, the repetition rate is limited by the opt cal
multichannel analyzer's read-out time of -17 msec.
Owing to the higher number density in the methane-
oxygen flame, the minimum exposure time is -2 or-
ders of magnitude lower in that flame, -0.1 msec.
Tests indicate that exposure times for an acetylene-
oxygen flame may be another 1 to 2 orders of magni-
tude lower. Relaxed requirements on resolution will
further decrease the minimum exposure time. Thus
time-resolved tomographic imaging of the large-scale
development of the flame front in, e.g., explosions or
turbulent combustion, should be feasible.
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